Finance Committee Agenda

City of Newton
In City Council

Monday September 14", 2020

~

The Finance Committee will hold this meeting as a virtual meeting on Monday, September 14, 2020 at
7:00 pm. To view this meeting use this link at the above date and time:
https://us02web.zoom.us/j/85728712009
Dial by your location

+1 646 558 8656 US (New York)

Qﬂeeting ID: 857 2871 2009 /

Item scheduled for discussion:

#363-20 Authorization to allow contract services by city employee for Town of Belmont
BRIANNE GRAY requesting approval, pursuant to Mass General Law Chapter 268A Section
20 to engage in a contract with the Town of Belmont to perform food establishment
inspections for less than 500 hours, outside of normal working hours as a municipal
employee.

#332-20 Authorize $70,000 to settle a claim against the City
HER HONOR THE MAYOR requesting authorization to appropriate and expend seventy
thousand dollars (570,000) for the full and final settlement of a claim against the city

#333-20 Authorization to expend a MassDOT and DCR Mass Trails Grant
HER HONOR THE MAYOR requesting authorization to accept and expend a fifty-six
thousand seven hundred dollar ($56,700) grant from MassDOT and DCR Mass Trails Grant
Program for the purpose of conducting a feasibility study and 25% conceptual design for
a mixed-use trail at the Christina Street Bridge crossing the Charles River.

The location of this meeting is accessible and reasonable accommodations will be provided to persons
with disabilities who require assistance. If you need a reasonable accommodation, please contact the
city of Newton’s ADA Coordinator, Jini Fairley, at least two business days in advance of the meeting:
jfairley@newtonma.gov or (617) 796-1253. The city’s TTY/TDD direct line is: 617-796-1089. For the
Telecommunications Relay Service (TRS), please dial 711.
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Referred to Public Facilities and Finance Committees
Appropriate $150,000 for the rehabilitation of the Bullough’s Pond Dam
HER HONOR THE MAYOR requesting authorization to appropriate and expend one
hundred and fifty thousand ($150,000) from Acct # 6200-3240 Stormwater Management
Fund Surplus for the purpose of funding engineering design services and permitting fees
for the rehabilitation of the Bullough’s Pond Dam.
Public Facilities Approved 8-0 on 09/09/2020

Referred to Public Facilities and Finance Committees
Appropriate $900,000 for the rehabilitation of the Waban Hill Covered Reservoir
HER HONOR THE MAYOR requesting authorization to appropriate and expend nine
hundred thousand dollars ($900,000) from Acct #6000-3240 Water Fund Surplus for the
purpose of funding the rehabilitation of the Waban Hill Covered Reservoir.
Public Facilities Approved 8-0 on 09/09/2020

Authorization to expend a $20,863.50 grant from the CESFP

HER HONOR THE MAYOR requesting authorization to accept and expend a twenty
thousand eight hundred sixty-three dollar and fifty cent grant ($20,863.50) from the
Executive Office of Public Safety and Security’s Office of Grants and Research FY2020
Coronavirus Emergency Supplemental Funding Program (CESFP) for prevention,
preparation and response to Coronavirus.

Reimburse $127,600 to the BAA Marathon Donation Account

HER HONOR THE MAYOR requesting authorization to transfer the sum of one hundred
twenty seven thousand six hundred dollars ($127,600) from Acct #0110498-579000
Budget Reserve to Acct # 0110498-579000 Boston Athletic Association (BAA) Marathon
Donation to reimburse.

Referred to Programs & Services and Finance Committees
Request for salary increase for City Clerk/Clerk of the City Council
COUNCILORS ALBRIGHT AND LIPOF requesting an increase in the salary of the City
Clerk/Clerk of the City Council to $143,911 effective July 1, 2020 to match the percentage
increase included in the FY21 budget for H-grade employees.
Programs & Services Approved 6-0 on 07/22/20

Respectfully submitted,

Rebecca Walker Grossman, Chair
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DISCLOSURE BY MUNICIPAL EMPLOYEE
OF FINANCIAL INTEREST IN A MUNICIPAL GONTRACT
AS REQUIRED BY G. L. c. 268A, § 20(b)

MUNICIPAL EMPLOYEE INFORMATION .

Name of municipal
employee:

Bricane Gran| v Y3

Title/ Position

Environmentst  HealWn  Spectalist

Fill in this box
if it applies to you.

If you are a municipal employee because a municipal agency has contracted with your company or
organization, please provide the name and address of the company or organization.

Agency/ Department

Agency Address

Office phone:

Office e-mail:

Check one: Elected or Non-elected

Starting date as a
municipal employee.

BOX # 1

Select either
STATEMENT #1 or
STATEMENT #2.

Write an X
beside your
financial interest.

ELECTED MUNICIPAL EMPLOYEE

| am an elected municipal employee.

____ STATEMENT #1: | had one of the following financial interests in a contract made by a

municipal agency before | was elected to my municipal employee position. | will continue to
have this financial interest in a municipal contract. OR

____ STATEMENT #2: 1 will have a new financial interest in a contract made by a municipal agency.
My financial interest in a municipal contract is:

I have a non-elected, compensated municipal employee position.

A municipal agency has a contract with me.

| have a financia! benefit or obligation because of a contract that a municipal agency has with
another person or an _entity, such as a company or organization.

| work for a company or organization that has a contract with a municipal agency, and | am a
*key employee” because the contract identifies me by name or it is otherwise clear that the city
or town has contracted for my services in particular,

A

BOX # 2

Select either
STATEMENT #1 or
STATEMENT #2.

NON-ELECTED, COMPENSATED MUNICIPAL EMPLOYEE

| am a non-elected municipal employee.

__- STATEMENT #1: | had one of the following financial interests in a contract made bya
municipal agency before | took a position as a non-elected municipal employee. | will
continue to have this financial interest in a municipal contract.
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Write an X -
beside your
financial interest.

My financial interest in a municipal contract is:
A municipal agency has a contract with me, but not an employment contract.

| have a financial benefit or obligation because of a contract that a municipal agency has with
another person or an entity, such as a company or organization.

--OR —

_~/ STATEMENT #2: | will have a new financial interest in a contract made by a municipal
agency.

My financial interest in a municipal contract is:
1 have a non-elected, compensated municipal employee position.
X A municipal agency has a contract with me.

I have a financial benefit or obligation because of a contract that a municipal agency has with
another person or an entity, such as a company or organization.

I work for a company or organization that has a contract with a municipal agency, and | am a
“key employee” because the contract identifies me by name or it is otherwise clear that the city
or town has contracted for my services in particular.

FINANCIAL INTEREST IN A MUNICIPAL CONTRACT

Name and address
of municipal agency
that made the
contract

Town of  Belment
H55 (pnwe Avenue
Belmont, MA 04T

Please put in an X
to confirm
these facts.

“My Municipal Agency” is the municipal agency that | serve as a municipal employee.
The “contracting agency” is the municipal agency that made the contract.

X_ My Municipal Agency is not the contracting agency.

“K_ My Municipal Agency does not regulate the activities of the contracting agency.

_X_ In my work for my Municipal Agency, | do not participate in or have official responsibility for
any of the activities of the contracting agency. ‘

_X_ The contract was made after public notice or through competitive bidding.

ANSWER THE QUESTION IN THIS BOX
IF THE CONTRACT IS BETWEEN THE CITY OR TOWN AND YOU.

FILL IN - Please explain what the contract is for. .
THIS BOX The Contrack 18 for me to condack roubne Fok eshxblshment
OR THE BOX \l'r\Spi'_cHons Rr e Town of Balmont,
BELOW
ANSWER THE QUESTIONS IN THIS BOX
IF THE CONTRACT IS BETWEEN THE CITY OR TOWN AND ANOTHER PERSON OR ENTITY.
FILL IN - Please identify the person or entity that has the contract with the municipal agency. 7
- What is your relationship to the person or entity?
THIS BOX ~ What is the contract for?
OR THE BOX
ABOVE
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What is your
financial interest
In the municipal
contract?

- Please explain the financial interest and include the dollar amount if you know it.
T am bein paﬁl\ bﬂf the Town of Belwment + pechorm
inspeckions ax & rave of B50 per inspechion. T expedt ho
woel  abont 150 ihowrs, '

Date when you
acquired a financial
interest

Tu_H 151" A O

What is the financial
interest of your
immediate family?

- Please explain the financial interest and include the dollar amount if you know it.

Date when your
immediate family
acquired a financial
interest

Write an X
to confirm each
statement.

FOR A CONTRACT FOR PERSONAL SERVICES —

Answer the questions in this box ONLY if you will have a contract for personal
services with a municipal agency (i.e., you will do work directly for the contracting
agency).

I will have a contract with a municipal agency to provide personal services.

| A The services will be provided outside my normal working hours as a municipal employee.

X The services are not required as part of my regular duties as a municipal employee.

L For these services, | will be compensated for not more than 500 hours during a calendar year.

Employee signature:

%A‘ANV\LZ—M

Date:

%/iﬂ/}om

Attach additional pages if necessary.

NOT A PERSONAL SERVICES CONTRACT -- File disclosure with the city or town clerk.

SEE CERTIFICATION AND APPROVAL REQUIRED FOR PERSONAL SERVICES CONTRACTS, BELOW.
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FOR CONTRACTS FOR PERSONAL SERVICES ONLY:

If you are dl$0!05mg a financial interest in a contract for personal services with a municipal agency, you must file the
Certification below signed by the head of the contracting agency, and you must get approval of the exemption from
the city council, board of aldermen, board of selectmen or town council.

CERTIFICATION BY HEAD OF CONTRACTING AGENCY

INFORNATION ABOUT HEAD OF CONTRACTING AGENCY

Name:

Wesley Chin

Title/ Position

Health Director

Municipal Agency:

Town of Belmont

Agency Address: 455 Concord Ave
Belmont, MA 02478
Office Phone: 617-993-2720
CERTIFICATION
| have received a disclosure under G.L. c. 268A, §20(b) from a municipal employee who
seeks to provide personal services to my municipal agency, identified above. | certify that
no employee of my agency is available to perform the services described above as part of
his or her regular duties.
Signature: M/
Date: 8/19/20
APPROVAL BY CITY COUNCIL, BOARD OF ALDERMEN,
BOARD OF SELECTMEN OR TOWN COUNCIL
INFORMATION ABOUT APPROVING BODY
Name:
Title/ Position
Agency Address:
Office Phone:
'APPROVAL
| have received a disclosure under G.L. c. 268A, § 20(b) from a municipal employee who
seeks to provide personal services to a municipal agency, identified above. The
exemption under § 20(b) is approved.
Signature: On behalf of the Council or Board, | sign this approval.
Date:

Form revised February, 2012

Attach additional pages if necessary.
File disclosure, Certification and Approval with the city or town clerk.

o
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Telephone
(617) 796-1100
] F
City of Newton, Massachusetts (617) 7961113
TDD/TTY
Office of the Mayor 617) 79/6-1089
Ruthanne Fuller Email
Mayor rfuller@newtonma.gov
Honorable City Council
Newton City Hall

1000 Commonwealth Avenue
Newton, MA 02459

Honorable City Councilors:

I respectfully submit a docket item to your Honorable Council requesting the approval of $70,000
settlement of a claim against the City for a January 2016 incident involving a DPW snow plow truck
striking a pedestrian and injuring her wrist. The settlement covers medical bills, lost wages, emotional
distress as well as pain and suffering. It is considered a full and final settlement. Attached is amemo
from Assistant City Solicitor Jennifer Pucci regarding the settlement.

Thank you for your consideration of this matter.

Sincerely,

Mayor Ruthanne Fuller

1000 Commonwealth Avenue Newton, Massachusetts 02459 5
WWW.hewtonma.gov
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LAW DEPARTMENT

CITY OF NEWTON, MASSACHUSETTS

CITY HALL
1000 COMMONWEALTH AVENUE

NEWTON CENTRE, MA 02459
TELEPHONE (617) 796-1240
FACSIMILE (617) 796-1254

CITY SOLICITOR
ALISSA O. GIULIANI

DEPUTY CITY SOLICITORS
JEFFREY A. HONIG
MARIE M. LAWLOR
ASSISTANT CITY SOLICITORS
MAURA E. O’KEEFE
ALAN D. MANDL
JONAH M. TEMPLE
JACLYN R. ZAWADA
JENNIFER C. Puccl

ANDREW S. LEE
CAROLYN A. WEISMAN

~ August 3, 2020

Mayor Ruthanne Fuller

City of Newton

1000 Commonwealth Avenue
Newton Centre, MA 02459

Re:  Settlement in Hawkins v. City of Newton, 1881-cv-1094
Dear Honorable Mayor Fuller:

Ms. Hawkins filed the above-referenced case in Middlesex Superior Court in 2018,
claiming that she was injured due to the negligence of the City of Newton based on an accident
involving a City of Newton motor vehicle that occurred on January 21, 2016,

The parties have been éxploring settlement in this matter and have arrived at a negotiated
compromise of $70,000, which we believe is reasonable given the circumstances of the case.

Therefore, I respectfully request that you docket this item requesting authorization to
settle this claim for $70,000 as full and final settlement of this claim against the City of Newton.

Sincerely,

/s/ Jennifer C. Pucci
Jennifer C. Pucci
Assistant City Solicitor

cc: Maureen Lemieux, Chief Financial Officer
James McGonagle, Commissioner of Public Works
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Telephone
(617) 796-1100
. v F
City of Newton, Massachusetts (617) 96-1113
TDD/TTY
Office of the Mayor (617) 796-1089

Ruthanne Fuller Email -
Mayor rfu]ler'@newtonma. gov

frantd

Honorable City Council
Newton City Hall

1000 Commonwealth Avenue
Newton, MA 02459

Honorable City Councilors:

I respectfully submit a docket item to your Honorable Council requesting the acceptance of a $56,700
grant from the MassDOT and DCR Mass Trails Grant Program. The Planning Department will use
this money to conduct a feasibility study and 25% conceptual design for a mixed use trail at the
Christina Street Bridge (adjacent to the Price Center) crossing the Charles River. Please see the
attached memo from Director of Planning Barney Health and Chief Environmental Planner Jennifer
Steel regarding the grant award. '

Thank you for your consideration of this matter.

Sincerely,
T e TR
Mayor Ruthanne Fuller

1000 Commonwealth Avenue Newton, Massachusetts 02459
www.newtonma.gov
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Telephone
(617) 796-1120
Telefax
(617) 796-1142
. TDD/TTY
City of Newton, Massachusetts (617) 796-1089

WWW.newtonma.gov

Department of Planning and Development

Ruthanne Fuller 1000 Commonwealth Avenue Newton, Massachusetts 02459 Barney S. Heath
Mayor Director

MEMORANDUM
DATE: August 3, 2020

TO: Maureen Lemiuex, Chief Financial Officér
Jonathan Yeo, Chief Operating Officer

FROM: Barney Heath, Director of Planning
Jennifer Steel, Chief Environmental Planner

SUBJECT: Request to Docket [tem to Accept DCR/MassDOT Mass Trails Grant
Christina Street Bridge

We request approval to accept $56,700 in grant funding awarded us by DCR and MassDOT's Mass
Trails Grant Program. The Planning Department was awarded this money to conduct a feasibility N
study and 25% conceptual design for a mixed use trail at the Christina Street Bridge (adjacent to the
Price Center) crossing of the Charles River. The Planning Department will provide $14,230 in match
(i.e., 20% of the project total) in the form of staff time and conceptual plan development.

Preserving the Past ﬁ Planning for the Future




OFFICE OF THE GOVERNOR
ComMONWEALTH OF IVIASSACHUSETTS

. .STATE House Boston MA 02133
{617) 725-4000

o5t 2018

CHARLES D. BAKER ‘ . KARYN E. POUITO
GOVERNOR : - . LIEUTENANT GOVERNOR
B June 30, 2020

Jennifer Steel

City of Newton

1000 Commonwealth Avenue:
Newton, MA 02459

Dear Ms. Steel,

Congratulations! 1 am pleased to notify you that the Christina Street Bridge Feasibility Study
and Conceptual Design project has been awarded a 2020 MassTrails Grant in the amount of
$56,700. Thank you for your commitment towards the enhancement of trails and trail access in
your community. We look forward to working with you on this important project!

Your project was one of 94 proposals requesting over $8.8 million submitted during the grant
application period. This year, 54 projects will receive awards totaling $4 million.

You will be receiving further instructions and information reg‘a'rding' your MassTrails Grant in
. the coming days. If you have any questions or would like to notify us of any changes to your

_ grant project, please contact Amanda Lewis, MassTrails Program Manager, at 617-645-8314 or
amanda.lewis@mass.gov, ‘ ‘

Governor.Charles D. Baker , | Lt.-Governor Karyn E. Polito - .

ok B
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Telephone
City of Newton, Massachusetts (617) 796-1100

Telefax

Office of the Mayor ‘ \ (617) 796-1113

TDD
nll (617) 796-1089
RUTHANNE FULLER

E-mail
MAYOR . rfuller@newtonma.gov

August 31, 2020

Honorable City Council
Newton City Hall

1000 Commonwealth Avenue
Newton Centre, MA 02459

Councilors:

I respectfully submit a docket item to your Honorable Council requesting authorization to appropriate and
expend the sum of $150,000 from Acct # 6200-3240 Stormwater Management Fund Surplus — Available
for Appropriation for the purpose of funding engineering design services and permitting fees for the
rehabilitation of the Bullough’s Pond Dam, NID No. MA03414, Newton, MA.

Bullough’s Pond Dam is an approximately 170-foot long earthen embankment. The top of the embankment
is the asphalt-paved Dexter Road. The water level in Bullough’s Pond is maintained via an uncontrolled 35-
“foot-long spillway located toward the middle of the embankment and a gated twin 24-inch diameter low-
level outlet, located on the left or west side of the embankment. The upstream and downstream slopes are
grassed and heavily vegetated with woody brush and trees. The Massachusetts Office of Dam Safety

(OSD) database indicates that Bullough’s Pond Dam is a Small size structure with a Significant Hazard
Potential.

The project scope and fee are attached. Thank you for your consideration of this matter.

Sincerely,

= "EE}h&._,;:Q¢¢,

LY Ruthanne Fuller

S Mayor

RECEIVED

00 AUG 3T PHIZ: L2
Y
H

10
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City of Newton DEPARTMENT OF PUBLIC WORKS

OFFICE OF THE COMMISSIONER
1000 Commonwealth Avenue
Newton Centre, MA 02459-1449

Ruthanne Fuller
Mayor

Date: August 27, 2020
To: Mayor Ruthanne Fuller
From: James McGonagle, Commissioner

Subject: Request for Docket Item and Funding
‘ Bullough’s Pond Dam Rehabilitation Engineering Design Services

I respectfully request an appropriation of $150,000.00 for engineering design services and permitting fees
for the rehabilitation of the Bullough’s Pond Dam, NID No. MAO03414, Newton, MA. See scope and fee
attached.

Bullough’s Pond Dam is an approximately 170-foot long earthen embankment. The top of embankment is
asphalt-paved Dexter Road. The water level in Bullough’s Pond is maintained via an uncontrolled 35-
foot-long spillway located toward the middle of the embankment and a gated twin 24-inch diameter low-
level outlet, located on the left or west side of the embankment. The upstream and downstream slopes are
grassed and heavily vegetated with woody brush and trees. The Massachusetts Office of Dam Safety
(OSD) database indicates that Bullough’s Pond Dam is a Small size structure with a Significant Hazard
Potential.

The Phase 2 dam inspection and report has been completed by our consulting engineers, GZA Geo-
Environmental, Inc. The report recommends rehabilitation of the dam structure.

Numerous inspections since 2017 found the dam to be in poor condition. Reported deficiencies in the
follow-up inspections include:

e Unwanted vegetation in areas of the dam including large trees along the downstream slops;

e Scarping along the upstream slope and bare soils prone to erosion along the downstream slope;

e Areas of displaced stones from the low-level outlet downstream headwall;

e  Area of scour along the downstream channel including at the low-level outlet and along the left
and right banks. If erosion of the left bank continues, it could encroach on the toe of the
downstream slope;

Mortar missing from some joints of the spillway training walls;
¢ Additional unspecified maintenance deficiencies and potential dam safety concerns.

The Phase 2 dam inspection report presented some alternatives for repairs to the dam. Alternative 5,

substantial reinforcement of the upstream and downstream slopes, among many other recommendations,
has been selected as the preferred alternative.

Telephone: 617-796-1009 ¢ Fax: 617-796-1050 Jmcgonagle@newtonma.gov 11
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Design funds are requested at this time to begin and complete the design of the repair work. Our
consulting engineers are GZA Geo-Environmental, Inc. Construction funds will be requested once design
is completed. Please docket this item with the honorable City Council for consideration.

Sincerely,

James McGonagle
Commissioner Public Works

Attachments:

Scope and fee dated July 24, 2020

Telephone: 617-796-1009 * Fax: 617-796-1050 ¢ Jmcgonagle@newtonma.gov 49
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Alternative 5: Armor Downstream Slope to Provide Overtopping Protection

This alternative includes armoring of the embankment to allow overtopping during the spillway design

- flood while mitigating potential erosion and scour failure of the embankment. Under existing and
proposed conditions, the dam would be overtopped by approximately 0.2 feet. There are different
methods of slope armoring available, all of which have the same goal: to protect the earth from the flow
and turbulence of flood water that tends to erode the embankment, thus leading to dam failure. There are
three main categories of slope armoring:

1. Pre-cast, Articulated Concrete Blocks (ACB) 2. Stone Riprap 3. Turf Reinforcement Mats (TRM) 4.
Gabions :

All of these are proven methods for overtopping protection. They are selected based on the depth of
overtopping, flow velocities, and duration of overtopping. Each of these armor alternatives comes in
different sizes and strengths, depending on individual site constraints. Since upstream slope protection is
envisioned under all five alternatives, the upstream and downstream slopes could be designed to use the
same armoring and would appear similar.

Placing riprap on the slope is a natural and low-labor solution. Stones would be dumped downslope and
chinked into place using smaller stones. The riprap also helps to establish a stable slope; however, public
access would be difficult due to irregular footing. In addition, maintenance of the riprap would likely be
needed as the stones may be displaced over time or by vandalism, especially in public areas. Gabions
could be used to armor the slope in a stepped fashion. During final design, it is likely that the gabions

will require concrete facing of horizontal surfaces to resist scour. A filter or drainage layer would likely
be needed for either riprap or gabions.

Unlike riprap, ACBs provide a physically flexible option for erosion protection. They are not intended for
slope stabilization and slope stability must be established before implementing and ACB system. ACB
systems are composed of pre-formed concrete blocks that are interconnected by cables. The blocks
conform to changes in the subgrade and provide protective cover. Topsoil can be placed in and over open-
cell ACBs to allow vegetation to be established, which can improve aesthetic appeal. In an ACB system,
the contact between the ACB’s and the subgrade is paramount. A filter or drainage layer is needed in the
design of ACB systems. Flow beneath the armor layer can cause uplift pressure and separate the blocks
from the subgrade.

Turf Reinforcement Mats (TRMs) are generally not as erosion-resistant as riprap or ACBs, but have been
used and approved by ODS in the past as embankment dam overtopping protection. TRMs are a
permanent, cost effective and environmentally friendly alternative to hard armor erosion protection
solutions. TRMs essentially consist of ultraviolet light and chemical resistant synthetic polyolefins
manufactured to create a flexible three-dimensional matrix. Seed and soil are held in place within the
matrix. As the vegetation matures, roots and stems inter-twine with the matrix, creating a "Biotechnical
Composite" that is permanently anchored to the soil greatly enhancing the turfs’ ability to withstand high
shear stresses and flow velocities. With adequate care, a visitor to the site would see only a grassed slope
within a growing season. At the upstream water level, a different material such as riprap would be
necessary to resist scour. This alternative would also require repointing of the spillway training walls.

Telephone: 617-796-1009 + Fax: 617-796-1050 < Jmcgonagle@newtonma.gov 13
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The conceptual cost estimate for armor using either TRM or ACBs is $700,000 to $800,000. Armoring
using riprap would be on the order of $850,000 to $950,000. In GZA’s opinion, armoring the

downstream slope to allow it to withstand the SDF is the preferred alternative.

Additional Repair Considerations

DCR may reclassify Bulloughs Pond Dam as a High Hazard potential, dam. This reclassification would
increase the Spillway Design Flood (SDF) per Massachusetts Dam safety regulations. Hazard
Classification and SDF should be re-evaluated during final design. Each of the first four alternatives is
not scalable in that if additional storage or outflow capacity is required after construction, significant dam
modifications could be required. The preferred (fifth) alternative is scalable in that additional or more
robust overtopping protection could be considered in the final design and installed at the present time to
accommodate future changes in SDF outflow.

The following additional construction and contractual items may be necessary to support final design,
depending on the selected alternative.

« Replacement of the two 24-inch diameter gate valves. The current valves are functional, but they may
be nearing the end of their service life. .

* A property line survey will be required for final design.

« Traffic impact studies may be necessary, depending on the alternative chosen.

- « Temporary or permanent easement agreement(s) with nearby property owners for temporary access to
work areas or location of permanent features to be constructed on adjoining properties.

Telephone: 617-796-1009 + Fax: 617-796-1050 + Jmcgonagle@newtonma.gov 14
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nown for excellence. File No. 01.P000330.21

uil ;

Louis M. Taverna, P.E.

City Engineer

City of Newton Department of Public Works
1000 Commonwealth Avenue

Newton, Massachusetts 02459

RE: Proposal for Final Design and Permitting Services
Bulloughs Pond Dam, NID No. MA03414
Dexter Road, Newton, Massachusetts

Dear Mr. Taverna:

Based on your recent request, GZA GeoEnvironmental, Inc. (GZA) is pleased to provide the City
of Newton (City/Client) with this proposal / scope of services for dam safety engineering
services at the Bulloughs Pond Dam on Dexter Road in Newton, Massachusetts (Site). The
objective of our proposed services for the City is to provide final design, permitting, preparation

249V d: Bile A ‘ : A .
249 Vancerbit Avenve of bidding documents, and bid administration assistance for rehabilitation of the Bulloughs Pond

Norwooid, MA 02062 1

‘ 'T:781Jz78.37o‘d o i Dam.
o FpBLagiol PROJECT UNDERSTANDING
- F:7B1.278.579; A
L WWW.gZA.COm - ] . . R
‘ BN Bulloughs Pond Dam is an approximately 225-foot long, 14.5-foot high earthen embankment.

The dam is currently an Intermediate size, Significant Hazard Potential structure. GZA has
provided previous dam safety services for the City, including an Emergency Action Plant (EAP)
required by Dam Safety Regulations?, Follow-up inspections necessitated by a prior Poor
Condition rating (by others), and a Phase Il investigation, evaluation and Report®. The Phase
Il Report forms the basis of the repair scope of services presented below.

The top of Bulloughs Pond Dam embankment is asphalt-paved Dexter Road with a bridge over
the spillway. The upstream and downstream slopes are grassed and heavily vegetated with
woody brush and trees. The embankment slopes are inclined at approximately 2 horizontal to
1 vertical (2H:1V) on both the upstream and downstream sides, with locally steeper upstream
slopes where scarping has occurred near the normal pool level. There is an apparent roadway
drain pipe outlet on the downstream embankment and another apparent drain outlet the right
abutment downstream of the spillway. According to historic drawings provided by the City, a
concrete core wall is present along the length of the dam embankment. The core wall was
probed during the Phase Il investigations.

~ The water level in Bulloughs Pond is maintained via an uncontrolled 35-foot-long spillway
located upstream of the Dexter Road bridge. An additional downstream weir is located below

1 “Bulloughs Pond Dam Emergency Action Plan,” prepared by GZA, dated May 22, 2020
2302 CMR 10.00 as amended by Chapter 330 of the Acts of 2002
3 “phase Il Engineering Evaluation & Alternatives Analysis” prepared by GZA, dated May 22, 2020

Copyright ©2020 GZA GeoEnvironmental, Inc.

An Equal Opportunity Employer M/F/V/H 1 5
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July 24, 2020

City of Newton

Proposal for Rehabilitation of Bulloughs Pond Dam
Page| 2

the bridge. Low flows can be passed via two gated 24-inch diameter cast iron low-level outlet pipes located toward the
left (west) end of the embankment. The gates valves are located in a vault in the upstream slope and are reportedly
exercised by City personnel on a yearly basis.

Based on prior inspections by others, the dam was judged to be in overall Poor condition. In response to the Poor condition
rating, the Massachusetts Department of Conservation and Recreation, Office of Dam Safety (DCR or ODS) issued a
Certificate of Non-Compliance and Dam Safety Order dated July 16, 2018. The DCR Order required the City to complete
follow-up inspections at six-month intervals, a Phase Il Inspection and Investigation (Phase || evaluatlon), and rehabilitate
the dam to bring it into compliance with current dam safety regulations.

Our Phase Il evaluation confirmed the condition of the dam and identified the following specific deficiencies, which were
generally consistent with previous inspections:

. Inadéquate minimum freeboard during the SDF and the potential for embankment overtopping.
. Inadequafe calculated factors of safety for embankment seepage stability and slope stability.

¢ Unwanted vegetati‘bn in areas of the dam including large trees along the downstream slope.

e Scarping along the upstream slope and bare soils prone to erosion aldng the downstream slope.
e Deterioration/potentially unstable headwall at the downstream end of the low-level outlet.

e Areas of scour along the downstream channel including at the low-level outlet headwall and along the left
and right banks.

e Mortar missing from some of the spillway training wall joints.

Bulloughs Pond Dam is currently classified by DCR as a Significant Hazard structure. Results of the dam breach analysis
completed as part of the EAP suggest that the dam could be reclassified by DCR as a High Hazard Potential structure due
to homes located within the inundation area. If DCR re-classifies Bulloughs Pond Dam as a High Hazard structure, the
regulatory basis for the Spillway Design Flood (SDF) will increase from a 100-year storm to one-half of the Probable
Maximum Flood (% PMF). Accordingly, the scope of services presented below includes consideration of the SDF consistent
with a High Hazard rating. This will require additional hydralogic and hydraulic {H&H) analyses during final design and will
likely result in similar, but more robust overtopping protection as described below.

Our Phase Il report presented several alternatives to repair the above deficiencies and bring the dam into Compliance with
current dam safety regulations. The preferred alternative (Alternative 5) included protecting the embankment against
overtopping during the SDF while mitigating potential erosion and scour failure of the embankment. Repairs associated
with the preferred alternative generally include: E

» Removal of trees and vegetation on the upstream and downstream slopes. Removat of all roots/root balls
associated with trees and vegetation and backfilling resulting voids with compacted sand/gravel.

e Regrading and armoring of the upstream slope with nprap to increase slope stability and reduce erosion
(scarping) along the normal water elevation.

¢ Flattening and armoring of the downstream slope to increase slope stability and provide erosion protection
‘ during an overtopping event. GZA will use the flow depths and velocities predicted by the additional H&H
analyses to refine our recommendations regarding armoring methods described in the Phase Il Report.
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Improvements to the downstream slope will also include a purpose-designed mineral filter and seepage
collection (i.e. pipes), if feasible based on elevations and potential drain pipe outfall locations.

e Upward extension of the core wall to help address seepage instability.

¢ Armoring of the downstream channel to mitigate erosion, including at the right groin, portions of the outlet
channel, and along the toe of the downstream slope.

e Lining of the two low-level outlet pipes and replacement of the two existing"24-inch gate valves. It is assumed
the two gates will be replaced ‘in-kind.’

¢ Repointing of existing training walls and bridge abutment walls.

Additional engineering investigations and analyses are necessary to confirm and finalize elements of the design such as
required grading, hydrology and hydraulics for the appropriate SDF, overtopping protection materials and details, seepage
filter materials and configuration, discharge channel armoring, Low-level outlet (LLO) improvements including gate
replacement and pipe lining, and repairs to the concrete and stone masonry components of the dam. Final design will
include considerations such as construction site access and staging areas at the site. Alteration, evaluation, or replacement
of the Dexter Road spillway bridge is not included in our scope of services below. Permitting requirements will be verified
and permit applications will be prepared and submitted on behalf of the City as described in the following Scope of
Servijces. Items we will need from the City are noted in bold italics, below.

SCOPE OF SERVICES

GZA proposes the scope of services described below to address the above deficiencies and help bring the dam into better
compliance with current dam safety regulations. The proposed scope includes permitting, final design, preparation of bid
documents, and bidding assistance. We can provide a proposal (or amendment) for engineering services during
construction once the elements of the design are better defined during final design.

TASK 1 ~ PROJECT KICK OFF MEETING

Upon notice to proceed, GZA will meet with City Engineering staff at a kick-off meeting to discuss various technical and
project management issues, including the following:

* Review exiéting data, dam operations, and site constraints that may impact the proposed design and construction
including site access, construction staging, utilities, road closures, adjacent properties, etc.

e Obtain any additional existing information (including design drawings, operational information, subsurface
information, observations, etc.) available in the City archives not already provided as part of the Phase II

evaluation. iy

s Review the proposed conceptual design, design objectives, and engineering methodologies. -

e Discuss operational issues associated with the current LLO gate operation and potential for gate upgrade or
replacement. Discussion of gate vault dewatering and entry protocols and need for Confined Space Entry (CSE)
Permits will be included.

e Discuss City’s bathymetric survey methods and results and the need for additional sediment probes and sampling
on upstream slope and near low-level outlet as discussed in Task 3 below.
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e Considerations and approach to dewatering. Discuss desired construction phase pond levels and need for
temporary cofferdam. Please note that pond levels during construction will have significant impacts on
environmental permitting as discussed below.

e Provide overview of project schedule (i.e. key milestones, timing of deliverables, advertising and construction
notice to proceed, etc.).

e - Final bid document formats and contents.
e Public outreach efforts {see public outreach subtask in Environmental Permitting section below).
e Project liaison, project administration, invoicing procedures, etc.

As part of this Task, we will make a brief visit to the dam site with City personnel to observe current conditions and discuss
the various deficiencies, associated rehabilitation design concepts, and site access and staging areas for construction. We
assume that the City will provide the location of above- and below-ground utilities, City-owned property boundaries
(and easements) at and adjacent to the site to support the final design effort in AutoCAD format. This is particularly

important for the property boundary at the right abutment where erasion pratection will be installed at or near the
property boundary. ' ' '

TASK 2 — RESPONSE TO ODS PHASE 11 COMMENTS

ODS issued comments to the Phase Il Report on July 9, 2020. The comments were characterized by ODS as “minor,”
however we recommend the comments be addressed prior to proceeding with final design. We will issue email responses
to ODS and submit a revised Phase Il Report as necessary.

TASK 3 — ADDITIONAL FIELD INVESTIGATIONS AND LABORATORY TESTING

Prior to our field activities, GZA will prepare a site-specific health and safety plan (HASP) for our employees’ use in the
field. Our HASP will include procedures per the Commonwealth of Massachusetts COVID-19 guidelines and procedures for
all construction sites and workers at all public work* and a CSE permit, if necessary.

GZA will conduct the following site visits and investigations to support final design efforts:

¢ One half-day site visit to complete additional (hand-excavated) subsurface investigations to explore the thickness
of topsoil in areas to be stripped during construction and to obtain samples to support the downstream slope

filter design. Up to three samples will be obtained from proposed filter areas and submitted to a geotechnical
testing laboratory for particle gradation (sieve) analyses.

e Probes for soft sediment thickness in upstream areas to support design of upstream slope improvements and
evaluation of dewatering options. We anticipate up to five probes at three cross-sections (15 probes total} will
be taken by boat access in a one-day site visit. Boat insertion will be at the eastern shore of the pond off Bullough
Park. If the boat has been in the water in the 2 weeks prior to usage at Bulloughs Pond, we will power wash to
mitigate potential import of Zebra Mussels. To comply with health and safety requirements for in-water work
near a potentially active spillway, we require that you lower the pond below the spillway crest priorto our probing.

4 https://www.mass.gov/covid-19-guidelines-and-procedures-for-all-construction-sites-and-workers-at-all-public-work as of April 16, 2020
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e Sediment samples to support soil/sediment management for work on the upstream slope. Three samples will be
collected during the sediment probes described above. The sediment will be sampled with a hand auger or by
driving a 2-inch inner-diameter clear Lexan tube into the pond bottom until refusal or to the depth practicable.

The samples will be submitted for sieve/grain size and environmental chemistry analyses. The sieve analyses will
result in a graphical representation of the grain size distribution of all material encountered with the sampler that
is larger than a No. 200 sieve and smaller than about 2-inch size.

The sediment samples collected will also be analyzed for quality as required under 314 CMR 9.07 for the
submission of a 401 Water Quality Certificate (WQC) permit application. The sediment testing will also include the
following analyses: ‘

e The following metals: Arsenic, Cadmium, Total Chromium, Chromium V, Copper, Lead, Mercury, Nickel, Zinc,
e Extractable Petroleum Hydrocarbons (EPH),

e Volatile Organic Compounds (VOCs),

e Polycyclic Aromatic Hydrocarbons (PAHs),

‘s Polychlorinated Biphenyls (PCBs),

¢ Pesticides 8081,

¢ Total Petroleum Hydrocarbons (TPH) 8100,

* Total Organic Carbon (TOC),

e Percent Water.

Additional testing may be required if the concentrations of metals or organic compounds are equal to or greater
than the theoretical concentration at which Toxicity Characteristic Leaching Procedure (TCLP) criteria may be
exceeded. Additional TCLP testing, if required, has not been included in the project budget.

e GZA will engage a specialty subcontractor to perform a video inspection of the existing LLO discharge pipes
downstream of the gates. Portions of the pipes upstream of the gates will not be inspected. Results of the LLO
pipe surveys will be used to develop the relining and valve replacement/rehabilitation designs and to reduce the
potential for unanticipated conditions and associated delays and change orders during construction. We assume
the video inspection{s) can be completed in one day.

e One site visit to observe the existing condition and configuration of the existing LLO gate valves. We will need the
City to pump out the valve chambers and access the chambers to document existing conditions and obtain any
required measurements under their existing gate vault entry protocols.

The City completed wetland resource flagging and topographic and bathymetric survey as part of the Phase Il evaluation.
We assume that, if required, the City will reflag wetland resource areas as needed and complete additional topographic
and bathymetric survey as required to support final design and permitting. We will also need the City to provide a
property line survey for final design as described in Task 1 above. We assume that traffic impact studies and
construction zone traffic safety plans are not required for permitting, design, or construction.

TASK 4 ~ ADDITIONAL ENGINEERING ANALYSES, DESIGN COMPUTATIONS AND DESIGN REPORT

GZA will complete additional engineering analyses to support final design and preparation of design drawings and
specifications for dam rehabilitation as follows: :

¢ Revised Hydrologic and Hydraulic (H&H) analyses will be perfofmed to consider the % PMF spillway design flood
(SDF) to accommodate potential future reclassification as a High Hazard Potential structure by DCR. This is
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intended to allow the final design to accommodate potential hazard reclassification and corresponding increase
in SDF overtopping flow depth and velocity. We assume that modifications to Federal Emergency Management
Agency (FEMA) Flood Insurance Rate Maps (FIRM) will not be required since the hydraulic capacity of the existing
spillway will not be altered. Our scope of services does not include FIRM map modifications.

e Slope stability and seepage analyses to confirm the final design geometry and physical requirements of the
proposed embankment cross-section including slope inclinations, filter/drain configuration, and core wall
extension.

e Finalselection and sizing of the selected armoring alternative. As part of this sub-task, we will develop alternatives
for the current 100-year SDF and the potential future ¥ PMF, along with conceptual premium pricing to help the
City select a technically feasible and financially appropriate armoring alternative.

s The above analyses will be documented in a desngn report that will be submitted with the permit applications as ‘
described below.

TASK 5 — FINAL DESIGN AND DEVELOPMENT OF PLANS AND SPECIFICATIONS

GZA will design embankment improvements and repairs to the LLO and training walls including overtopping and slope
protection, grading and drainage features for the downstream slope, LLO improvements including relining and gate
replacement or rehabilitation, and other civil design elements of the project as generally discussed in the Phase Il Report
and Task 1 project kickoff. We will prepare draft (approximately 75 percent level) design plans, technical specifications,
and an updated opinion of probable construction costs for the proposed dam rehabilitation for review by the City. We
have assumed that the City will prepare up-front boilerplate (e.g. bid instructions, agreement, insurance and bonding
requirements) and that GZA will provide technical specification sections. We anticipate developing bidder qualification
requirements to be integrated with the City’s up-front bid instructions. The intent of the bidder qualification requirements
will be to solicit bids from Contractors that are experienced, qualified, and have successfully completed similar dam
rehabilitation projects. -

We anticipate the drawings will include the following sheets:

N

Title/Cover Sheet;

General Notes and Legend;

.Existing Conditions Plan and Resource Area Delineation;
Sediment, Erosion, and Water Control Plan;

.

Site Temporary Access and Staging Areas;

Final Conditions & Grading Plan;

Typical Cross Sections of Embankment Modifications;

LLO repairs including pipe lining and gate replacement; and

© PN U AW

General Details including miscellaneous stone masonry repairs.

Following input from City, GZA will finalize the 75% design plans and technical specifications. for permit filing and bidding.
The design report included in Task 4, above, and the final drawings and technical specifications prepared under Task 5 will
serve as the primary document for submission with the Chapter 253 permit application package.

At the 75 and 100 percent stages, GZA will also provide an engineer’s estimates for proposed construction costs. GZA’s
cost estimates will be based on our quantity take-offs and on unit prices based on recent experience with other dam
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rehabilitation projects, published MassDOT Bid tabulations, and general cost estlmatmg guidance. GZA assumes this
project will be bid under MGL Ch. 30 § 39M.

GZA will develop specifications suitable for bidding and construction purposes for the rehabilitation of the dam. GzA will
prepare technical specifications for the project to describe the work and the basis of measurement and payment for
individual pay items. Two (2) hard copies of the final contract plans and technical specifications will be stamped and
signed by a Professional Engineer licensed in the Commonwealth of Massachusetts. GZA will provide the City with
electronic versions of the final plans and technical specifications for inclusion in the City-prepared contract document
package.

Deliverables:

Design Report (.pdf versions).

Draft Technical Specifications and Drawings {.pdf version).

Final Technical Specifications and Drawings (2 hard copies + .pdf ver5|on)
Engineers Cost Estimate at 75 and 100 percent (.pdf versions).

® ® 9 9

TASK 6 — OPERATIONS AND MAINTENANCE (O&M) PLAN

GZA will prepare an Operation and Maintenance (O&M) plan for future dam operation. The O&M plan will indicate routine
maintenance items including measures to control vegetation on the dam, recommended observations for seepage,
erosion and other indicators of stability problems with the embankment portions of the dam, recommended
instrumentation (if applicable), and LLO operation and maintenance recommendatlons An O&M plan will be required as
part of the Chapter 253 Dam Safety Permit described below.

TASK 7 — ENVIRONMENTAL PERMITTING ASSISTANCE

GZA will prepare permit applications and supporting documents on behalf of the City for required construction permits
for Bullough Pond Dam. We anticipate that the City will provide property information (book and page) for the site. We
also assume that the City will provide any field assessments (i.e., additional wetland delineation or wildlife assessments)
required for permit submission not included in Task 3, above.

We anticipate the following permits will be required for rehabilitation of Bulloughs Pond Dam:

e Wetland Protection Act (WPA) Notice of Intent (Newton Conservation Commission / MADEP®) — GZA will prepare a
Notice of Intent (NOI) requesting a full Order of Conditions (OOC) authorizing the rehabilitation of the Dam under
the WPA and City Wetland Bylaws.. The NOI will discuss impacts to resource areas. The application will be filed with
the City of Newton Conservation Commission. “Limited project status” will be sought. GZA will attend one site visit
and up to two virtual public hearings with the Conservation Commission to discuss the permit application. Additional
meetings with the Conservation Commission may be required but are outside this scope of services. For budgeting
purposes, GZA has assumed that, following submittal of the Draft NOI to the City, GZA will need to respond to one

round of comments.

e Chapter 253 Dam Safety Repair Permit (Office of Dam Safety) — GZA will prepare and submit an application for repair
of the dam to ODS. The finalized design report, drawings, technical specifications, and O&M plan will be used to

support this permit application.

5 Massachusetts Department of Environmental Protection (MADEP or DEP)
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Project Notification Form {(Massachusetts Historical Commission) — Because the project will require a state permit
(Chapter 253), a Project Notification Form (PNF) will need to be filed with the Massachusetts Historic Commission
(MHC) in accordance with 950 CMR 71.00. GZA will prepare and submit the PNF. We will report any historic
information which is available from GZA and City files, but will not do any additional historical research. GZA’s role
will be to complete the form in the proper format, provide maps, photos, and figures, and reproduce the
documentation. We have assumed that no additional historical documentation or mitigation will be necessary.

Chapter 91 Waterways Office Notification Letter (MassDEP) — GZA has preliminarily reviewed the project in
reference to Massachusetts Waterways Regulations. It is our opinion that any proposed activities at the dam do not
require a Chapter 91 license or permit, as per the provisions contained 310 CMR 9.05(3)(g)(4) of the Chapter 91
regulations. Rehabilitation of the upstream slope of the dam is anticipated to be generally within the current
footprint and will not adversely affect navigation. However, it is noted that this structure is unlikely to have been
licensed in the past and the DEP may take this opportunity to request the City obtain a license. At this stage, GZA
proposes to only to prepare and submit a notification letter or Chapter 91 Request for Determination of Applicability
(RDA) to the DEP Waterways office. For budgeting purposes, GZA has assumed that, following submittal of the Draft
Notification Letter or RDA to the City, GZA will need to respond to one round of comments from the City. GZA
assumes up to one virtual meeting with Chapter 91 Waterways staff to discuss the project.

Section 401 Water Quality Certification (MassDEP) — MassDEP may require a Water Quality Certification (WQ(C) for
dredging below the water table or within wetlands. At this time, we anticipate some minor dredging along the
upstream face of the dam will be needed to facilitate placement of protective riprap. Additionally, minor dredging
activities may be needed along portions of the embankment toe and discharge channel to place protective riprap
and/or other armoring materials. We will consult with the MassDEP as to whether a Section 401 permit is required
for this work, but we currently believe that the OOC will serve as our WQC. GZA assumes one virtual meeting with
MassDEP as part of this effort. In addition, GZA will request a waiver of replacement of bordering vegetative
wetlands lost, if any. If not, GZA will prepare and apply for either an Excavate/Fill Permit or a Dredge Permit. Qur
scope of work and fee do not currently include the preparation of an Excavate/Fill Permit.

Section 404 Permit (US Army Corps of Engineers) ~GZA anticipates that this project will require a Pre-Construction
Notice (PCN) under Massachusetts General Permit Nos. 1 and 14. GZA will consult with the US Army Corps of
Engineers (USACE) to confirm this opinion. GZA will prepare and submit a PCN Form under the applicable General
Permits. For budgeting purposes, GZA has assumed that, following submittal of the Draft PCN to the City, GZA will
need to respond to one round of comments. GZA assumes one virtual pre-application meeting with the USACE to
discuss project activities and coordinate the application for appropriate Massachusetts General Permits.

Massachusetts Environmental Policy Act (MEPA)} approval — GZA does not currently anticipate that the dam
rehabilitation project will exceed any MEPA thresholds for a mandatory Environmental Notification Form (ENF)
and/or Environmental Impact Report (EIR). MEPA thresholds are exceeded when a state-level Permit is required for
a project. Should a Chapter 91 license or a 401 Water Quality Certification from MassDEP be required, a MEPA ENF
may be required. An ENF is likely to be required if the pond is significantly drawn down for construction.
We therefore propose to coordinate with the MEPA office to ascertain MEPA jurisdiction of the proposed
rehabilitation project. GZA assumes one virtual meeting to support this effort. If the City wishes, we could also
request a formal Advisory Opinion from the MEPA office.
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GZA’s understanding of permitting requirements and scope are based on the following assumptiohs:

e The existing delineation of Wetlands Protection Act resource areas within the project limits by the Newton
Conservation Agent are accepted as jurisdictional boundaries and will be used for impact assessment purposes.
Information collected during the delineation, included data sheets, photographs and a written narrative describing
each resource area assessed, will be provided to GZA for use in preparation of the NOI and USACE 404 PCN documents.
No additional field studies will be required. '

e Wetland replication will not be required.

* Field surveys for listed species including fish, turtles, benthos, or submerged aquatic vegetation will not be needed.

e All public hearings and coordination meetings will be conducted by video conferencing and will not require travel.

e A Chapter 91 Waterways License or Permit is not required for the proposed activities.

e Anindividual 401 Water Quality Certification is not required for the proposed activities.

s A MEPAENF/ EIR is not required for the proposed activities.

e The City will sign the permit applications and pay permitting and advertising fees. These fees have not been included
in this budget.

e Permitting services do not mclude wetland construction monitoring or post-constructlon monitoring assessment and
reporting.

Deliverables:

e Draft Permit applications (.pdf version of each permit).
¢ Final Permit applications (.pdf version of each permit for submittal to appropriate agencies).

Public Qutreach: In our experience, public “buy-in” helps to smooth the permitting process. To help engage the public,
we will prepare an informational package with preliminary designs for the City to distribute to local interest groups like
the Bulloughs Pond Association (BPA) and to solicit public feedback. We have also budgeted for attendance at one
meeting with the BPA (along with city representatives) to present the project. -

TASK 8 ~ BID PHASE ASSISTANCE

GZA will assist the City in the bidding process by (1) attending a pre-bid meeting at the site; (2) considering bid-phase
questions and issuing up to two Clarifications or Addendums; (3) tabulating the bids; (4) checking references of the
apparent low bidder; (5) issuing an opinion memorandum regarding the responsiveness of the bidders and a
recommendation regarding the acceptance of the apparent low bidder. '

TASK 9 -~ PROJECT MANAGEMENT

This task will encompass GZA's efforts to manage the project, coordinate with City staff, and report on project progress to
City management, including: ‘
e  Project Management — Review of schedule, deliverables, and budget.
e Design Phase Project Meetings - GZA has budgeted for our attendance at up to three (3) meetings with the City to
review plans or discuss project progress, including at the conclusion of the investigatory phase.
e Budget Management & Reporting - GZA will regularly provide the City with updates on the project budget as part
of monthly progress reports / invoices.
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TASK 10 — ADDITIONAL FOLLOW-UP INSPECTIONS

The July 2018 DCR Certificate of Non-Compliance and Dam Safety Order requires Follow-Up Inspections at a 6-month
frequency until repairs are complete. The most recent Follow-Up Inspection was performed in April of 2020. Additional
Follow-Up Inspections will be required by ODS at 6-month intervals. These inspections will be performed by a registered
professional engineer experienced in dam engineering. For budgeting purposes, we have assumed four additional Follow-
Up Inspections will be required at 6-month intervals. Please note that depending on the design, permitting and
construction durations, additional Follow-Up Inspections may be necessary.

BASIS OF BILLINGS

Billings will be based on actual accrued time and material basis in accordance with the attached Schedule of Fees. The
Schedule of Fees is based on a 3 percent escalation from the fees contained in our 2018 Agreement. Estimated budgets, by
task, for the Scope of Services described above are as follows:

Estimated Budget Summary

ASK:DESCRIPTION

=2

1 Project Kick Off Meeting and Review of Existing Information $2,000
2 Response to ODS Phase [l Comments $500
Additional Field Investigations and Laboratory Testing
Planning/Health & Safety ' $1,000
GZA Equipment/Labor Sediment Probes/Test Pits/LLO Vault (2 days) $2,700
3 Low-Level Outlet ROV Inspection (1 Day)
Subcontracted ROV Crew/Equipment '$5,300
GZA Oversight $1,000
Subcontracted Analytical & Geotechnical Laboratory Testing $4,700
4 Additional Engineering Analyses, Design Computations and Design Report $17,100
' Final Design and Development of Plans and Specifications
5 Draft (75%) Plans, Specifications and Cost Estimate $24,800
Final (100%) Plans, Specifications and Cost Estimate - $7,600
6 Operations and Maintenance (O&M) Plan $2,900
7 Environmental Permitting Assistance $29,800
BPA Public Outreach/Info Package/Meeting : $6,300
8 Bid Phase Assistance $4,000
9 Project Management $8,700
10 Additional Follow-Up Inspections $6,200
Total Estimated Budget |  $124,600
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This estimate is based on the anticipated scope of work outlined above which represents our best judgment at this time
as to the efforts required to achieve the stated objectives. It must be recognized, however, that unforeseen conditions
may become evident during the course of the project which may alter or increase the scope of work required. Permitting
scope changes are becoming increasingly common, with variations in how regulators and regulatory agencies interpret
regulations and jurisdictions. Should the MEPA office claim jurisdiction, a project ENF may be required. Should the
MassDEP Waterways office require a Chapter 91 License or Permit, or if the MassDEP Water Quality section require an
individual 401 Water Quality Certificate GZA can complete these applications. We recommend including a budget
contingency of $20,000 for additional permit applications, if required.

PROPOSED PROJECT SCHEDULE

We are prepared to work to the following schedule:

Late July 2020 - Notice to Proceed

'Early August 2020 Kick-off Meeting; Respond to ODS Phase Hl Comments
September 2020 Additional Field investigations

November 2020 Additional Engineering Analyses and Design Computations
February 2021 75% Design Plans Complete; Permit Applications Submitted
May 2021 Final Plans and Specification Complete

June 2021 Final Permits Applications Submitted

CONDITIONS OF ENGAGEMENT

Our services will be performed in accordance with the Terms of our existing Agreement with the City (“Agreement for
Engineering Services by and between the City of Newton, Massachusetts and GZA GeoEnvironmental Inc. for Engineering
Services Phase Il Dam Safety Engineering Evaluation Bulloughs Pond Dam”, Contract L-6463, signed by GZA on November 12,
2018, and approved by the City of Newton December 10, 2018). That agreement, along with this Proposal, form our entire
agreement. This proposal is valid for 90 days from issuance.

ACCEPTANCE

This proposal may be accepted by signing in the appropriate spaces below and returning one complete copy (with
attachment) to.us. The executed agreement must be received prior to the initiation of the services described above.
Issuance of a purchase order implicitly acknowledges acceptance of the above-mentioned contract terms.

GZA is submitting this proposal with the belief that we will be able to fulfill the scope and schedule requirements during
_this COVID-19 Pandemic crisis. If performance is rendered impossible because of the impacts of COVID-19, GZA will notify

you of that Force Majeure event.
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We look forward to the chance to assist you with this project. Please call us with any questions that you may have.

Sincerely,
GZA GEOENVIRONMENTAL, INC.

eA Gibeau, P.E. Chad W. Cox, P.E.
PrOJect Manage Consultant/Reviewer

Attachment:  Schedule of Fees

This Contract for Services and the Terms and Conditions are hereby accepted and executed by a duly authorized
signatory, who by execution hereof, warrants that he/she has full authority to act for, in the name, and on behalf of

Client.

CITY OF NEWTON

By: ' Title:
Typed Name: Date:

P:\2021\01.P000330.21jda\Bulloughs Pond Rehab Design Proposal 21-330 7-24-2020 to City.docx
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On May 2, 2017, and more recently on June 7, 2018, inspections of the Bulloughs
Pond Dam were performed by engineering consultants PARE Corp., at the expense of
the ODS. As a result of thése inspections, the dam was determined to be
STRUCTURALLY DEFICIENT and in POOR condition. The dam has been found to
be in need of repair, breaching or remaval to bring the dam into compllance with
dam safety regulations.

The CERTIFICATE OF NON-COMPLIANCE is based on the above-referenced inspection
report results which listed the observance of many deficiencies, including but not
limited to:

+ Unwanted vegetation In areas of the dam including large trees along the
downstream slope,

¢ Scarping along the upstream slope and bare soils prone to erosion along
the downstream slope;

+ Deterioration/potential unstable headwall at the downstream end of the
low-level outlet with observed scour/displaced riprap within the channel;

+ Areas of scour along the downstream channel including at the low-level
outlet and along the left and right banks. If ercsien af the left bank
continues, it could encroach on the toe of the downstream slope;

¢ Mortar Is missing from some joints of the spillway training walls; and

¢ Additlonal malntenance deflciencles and dam safety concerns.

These foregoing deficiencies compromise the structural integrity of the dam and
present a potential threat to public safety. ODS has determined that the dam needs
to be repaired, breached or removed In order to bring the dam into compliance with
dam safety regulations.

G.L. c. 253, Sections 44-48 and 302 CMR 10.00 set forth the jurisdiction for ODS
and Its authority to take actlon and order actions to be taken. For your Information a

copy of the Dam Safety Regulations, 302 CMR 10.00 Dam Safety, can be found on
the ODS website,

DAM SAFETY ORDER:
In accordance with the authority of G.L. ¢. 253, Section 47, 302 CMR 10.07
and 10.08 you are hereby ORDERED to comply with the followlng:

1) Conduct Follow-up Inspections: You shall complete follow-up visual
inspections at six (6)-month intervals, conducted by a reglstered
professlonal civll engineer qualified to conduct dam inspections, at your
cost, until adequate repairs are made or the dam is adequately breached.
You shall submit the first Follow-up inspection to ODS no later than
December 7, 2018,

Follow-up inspections are to be summary in format and shall provide a
written description, including photographs, of any ehanges in condition,
Your engineer Is to use the attached ODS Poor Condition Dam Follow-up
Inspection Form to report follow-up inspection findings. The form is also
avallable electronically on the ODS web site. Your engineer shall include a
cover letter on engineering firm letterhead that briefly summarizes the
current follow-up Inspection and findings.
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You shall submit one (1) hard copy printed double-sided and one (1)
electronic pdf copy of all completed follow-up visual Inspection reports to
ODS within thirty (30) days of the date of follow-up inspection field work,

2) Conduct Phase II Inspection and Investigations. You shall hire at
your cost, a qualified registered professional engineer with dam
engineering experlence (engineer) to conduct a Phase II Inspection and
Investigation of the dam to evaluate the structural integrity and spillway
hydraulic adequacy of your dam and to develop/implement a plan to bring
the dam inte compliance with dam safety regulations by adequately
repairing, breaching or removing the dam (see attached Phase II

Investigation Qutiine).

a. You shall commence the Phase II Inspection and Investigation no later
than October 16, 2018. The Phase II Inspection and Investigation Is
to conform to the attached Phase II Investigation Qutline. You are to,
in a letter to ODS, no later than October 2, 2018, identify your
selected engineer and inform ODS of the start date of the Phase II
work.

b. The Phase II Inspection and Investigation is to be completed, signed
and stamped by your engineer and copies of the Phase II final report
are to be delivered to ODS no later than January 16, 2019,

You shall include a cover letter with the submitted Phase 1I report
which describes your selected alternative to bring the dam into
compliance with dam safety regulations. The owner shall submit a
statement of your intent to implement Inspection report
recommendations to address structural and operational deficiencies to
0DS upon submission of the required Phase II Inspection and
Investigation completed by your engineer.

3) Bring the dam into compliance and complete all repair, breach or
removal work no later than January 16, 2020. With your Phase II
submittal, you must also provide a proposed timeline to design, permit
and construct the selected alternative to repair, breach or remove the
dam. The selected alternative must be completed, and the dam brought
into compliance with Dam Safety regulations, by January 16, 2020,

4) Additional Requirements:
a. You shall furnish copies of all required submittals listed above via
certified mail.

b. In order to maintaln compllance with the Commonwealth’s Wetlands
Protection Laws you may have to seek requisite approval from your
local Conservation Commission in accordance with G.L. ¢. 131, §40.
You are obligated to contact and maintaln communication with the
Newton Conservation Commission and any other local, state or federal
permitting agency the ensure compliance with the Wetlands Protection
Act and any other regulatory requirements.
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c. You must inform the following parties about the condition of the dam
and your developing plans to bring the dam into compliance with dam
safety regulations: all abutters of the Impoundment upstream;
property owners within ane-half mile downstream of the Bulloughs
Pond Dam; Northeast District, Division of Fisheries & Wildllfe, 85
Fitchburg Rd, Ayer, MA 01432; Reglonal Director, Department of
Environmental Pretection, Northeast Region, 205B Lowell St,
Wilmington, MA 01887; Canservation Commlssion, 1000
Commonwealth Ave, Newton, MA 02459; Emergency Management
Director, 1164 Centre St, Newton, MA 02459.

Please be advised that in accordance with G,L. ¢. 253, § 47, “any person who fails to
comply with the provisions of this chapter or of any order, regulation or reguirement
of the department relative to dam safety, shall be fined an amount not to exceed
$5,000 for each offense, to be fixed by the court.” Furthermore, each violation shall
be regarded as a separate and distinct offense and, in case of a contlnuing violation,
each day’s continuance thereof shall be deemed to be a separate and distinct
offense.

Nothing in this order releases the owner from the requirements of any prior Dam
Safety Order issued for this dam.

In accordance with 302 CMR 10.08, this CERTIFICATE OF NON-COMPLIANCE and
DAM SAFETY ORDER will be recorded by the DCR at the Registry of Deeds in the
county where the dam lles. Issuance of a Certificate of Compliance following
adequate repair or breaching of the dam will be required to discharge the
CERTIFICATE OF NON-COMPLIANCE and DAM SAFETY ORDER.

Please direct any technical questions, correspondence, or submittafs to Emily Caruso,
Department of Conservation and Recreation, Office of Dam Safety, 180 Beaman
Street, West Boylston, MA 01583 or Emily.Caruso@state.ma.us. Other questions
regarding pracess and administration of Dam Safety regulations should be directed
to Bill Salomaa, Director of Office of Dam Safety, at Willlam.Sa state.
Additional dam safety information can be found at the DCR-ODS website:
http://www mass.gov/eea/agencies/dcr/conservation/dam-safety/.

Thank you for your caoperation.

Sincerely,
Lep
. Cq sloner, DCR
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Enclosure:  June 2018 Follow-Up Inspection

CC:

Senator Cynthia Stone Creem
Representative Kay Khan

Newton Emergency Management Director
Newton Conservation Commission
Barbara Newman, U.S. Army Corps
Northeast Region, DEP

Deirdre Buckley, MEPA

Northeast District, DFW

Rob Lowell, DCR

Willlam Salomaa, DCR

Arlana Johnson, Esq., DCR

Nick Wildman, DER

366-20
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Department of Conservation and Recreation
Office of Dam Safety
Phase II Inspection and Investigation Outline

II

Review of existing information.......cc.ccoreviriminiinnncissen,

II.

Updated Detailed Phase I surface inspection in compliance with
Office of Dam Safety Phase I Inspection
format lllllll MEEESEESEEEBER WA ANNPABBRNEBFRREBRMUPIRINITNNEDRY

III.

Subsurface Investigations - borings, sampling,
analysis........cocvenvenes

IV.

Topographic Survey, wetlands flagging/delineation, of sufficient
detail to support not only the Phase II effort, but sufficient for

the future implementation of design
] 1 T B T

Stability and seepage analyses - Seismic and static stability
evaluation of dam (upstream and downstream slopes, internal
materials), seepage potential, internal erosion potential, piping
potential...................

VI.

Hydrologic/Hydraulic Analysis and spillway inadequacy
FESOIUTION v irnisrrr s s s e

VII.

Alternatives analysis and presentation of conceptual designs and
associated estimated design, permitting and construction costs
to bring the dam structure into compliance with Chapter 253
Section 44-48 and 302 CMR 10.00 Dam Safety Regulations by
either executing selected repair plan or breach

51 = ] F

VIII.

Final Report Presented to the Office of Dam
Safety...ciimnieinni, fe BN RN NS e N EARERERFEEEEEE A NANRSNTERREmEraia
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Commonwealth of Massachusetts
Department of Conservation and Recreation
- Office of Dam Safety Poor Condition Dam Follow-up Inspection Form

{Complete this inspection form and provide a cover letter on consulting firm letterhead that brisfly
sutnmarizes the current follow-up inspection and findings. The cover letter shall be signed and stamped by
the Registered Professional Engineer in charge of the inspection)

Dam Name:

Dam Owner:

Nat. ID Number:

Hazard Potential:

Location of Dam (town):
Coordinate location (lat, long):
Date of Inspection:

Weather:

Consultant Inspector(s): firm name and name of Registered Professional Engineer
in charge of inspection.

Others in Attendance at Field Inspection: include list of names, affilintion and
phone numbers,

Attachments: Updated site sketch with photo locatiens, Updated photos, and
copy of locus map from Phase I report and other applicable
attachments.

I Previous Inspection date/Overall Condition:

= Date of most recent formal Phase I Inspection Report:
s List the overall condition reported in most recent Phase I Inspection
Report:

IE.  Previous Inspection Deficiencies:
e List identified deficiencies in the most recent Phase I Inspection Report:

III.  Overall Condition of Dam at the Time of the Current Follow-up
Inspection:
a. State the current condition
b. Have conditions changed since the previous inspection? Yes or no.

IV.  Comparison of Current Conditions to Condition Listed in Previous Phase
IInspection Report:
a. Have any of the deficiencies listed in the previous Phase I Inspection
Report worsened?
b. If yes, list the changes.
¢. Are there any additional deficiencies that have been identified in the

current inspection?
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IX.
X.
XI [

XIIL

d. If yes, list the deficiencies and describe,

Dam Safety Orders:

¢ List dam safety orders that have been issued to the dam owner
perfaining to this dam.

Maintenance:

I. Indicate if there exists an operation and maintenance plan for the dam.

2. Indicate if it appears the dam is being maintained.
Recommendations:

Other Comments or Observations:

Updated Site Sketch with Photo Locations:
Updated Photos:

Copy of Locus Map from Phase I Report:

Other applicable attachment:

366-20
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Laurie Gibeau

From: Caruso, Emily (DCR) <emily.caruso@state.ma.us>
Sent: Tuesday, March 3, 2020 10:12 AM

To: Laurie Gibeau

Cc: Jonathan Andrews; Louis M. Taverna

Subject: RE: Bulloughs Pond Dam, Newton

Hi Laurie.

That extension is no problem at all. Please let us know if you need anything else.
Emily

Emily Caruso
DAM SAFETY ENGINEER
OFFICE OF DAM SAFETY

MASSACH USETTS D004 T M ENT O
dCI‘ @ CONAERVATION AND HECRUATION
180 BEAMAN STREET | WEST BOYLSTON, MA | 01583
PH: (508) 792-7716 EXT. 41827

Email: Emily.Caruso@mass.gov

Website: www.mass.gov/dcr

From: Laurie Gibeau [mailto:Laurie.Gibeau@gza.com]
Sent: Tuesday, March 03, 2020 10:01 AM

To: Caruso, Emily (DCR)

Cc: Jonathan Andrews; Louis M. Taverna

Subject: Bulloughs Pond Dam, Newton

Hi, Emily-

Thanks for taking the time to chat with me on the phone. | appreciate that you will be giving the City of Newton an
extension to complete the Phase Il for Bulloughs Pond Dam. Based on discussions with the City and preliminary results
of our evaluations, we should be able to get the Phase Il to you by the beginning of May.

Please let me know if you have any questions.

Laurie A. Gibeau, P.E. ™A CT.NY)

Project Manager | Dams Engineering

GZA| 249 Vanderbilt Avenue | Norwood, MA 02062

0: 781.278.5848 | ¢: 413.530.7540 | laurie.gibeau@gza.com | www.gza.com | LinkedIn

GEOTECHNICAL | ENVIRONMENTAL | ECOLOGICAL | WATER | CONSTRUCTION MANAGEMENT

Known for excellence. Built on trust.

This electronic message is intended to be viewed only by the individual or entity to which it is addressed and may
contain privileged and/or confidential information intended for the exclusive use of the addressee(s). If you are
not the intended recipient, please be aware that any disclosure, printing, copying, distribution or use of this
information is prohibited. If you have received this message in error, please notify the sender immediately and
destroy this message and its attachments from your system.
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For information about GZA GeoEnvironmental, Inc. and its services, please visit our website at www.gza.com.
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Appendix F
Soil Boring Logs
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(S_POND_DAM — At Fgure ey [SHEET] Apr 01, 2020 — 331,

LEGEND

SOIL BORING BY NEW
/ ENGLAND BORING
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FEBRUARY 25 AND 26, 2020.
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TEST BORING LOG
GZA City of Newton DPW BORING NO.: GZ-1
. Bulloughs Pond Dam Phase Il SHEET: 10f1

GeoEnvironmental, Inc. Dexter Road PROJECT NO: 01.0174021.00

Engineers and Scientists Newton, Massachusetts REVIEWED BY:
Drilling Co.: i ig: Boring Location: See Plan

New England Boring Contractors |Type of Rig: Truck ring Location i H. Datum: See Plan

Foreman: Rig Model: CME 75 Ground Surface Elev. (ft.): 91.82

Gary Twombley
Logged By: Cody Gibb

Final Boring Depth (ft.): 12

Drilling Method: Dri
ritiing e Drive & Wash Date Start - Finish:

2/25/2019 - 2/25/2019

V. Datum: NAVDSS

Auger/Casing Type: HW Sampler Type:  Split Spoon Groundwater Depth (ft.)
1.D/O.D.(in): 4"/4.5" 1.D./0.D. (in.): 1.375"/2" Date Time Water Depth| Casing Stab. Time
Hammer Weight (Ib.): 300 Sampler Hmr Wt (Ib): 140 Not encountered
Hammer Fall (in.): 24 Sampler Hmr Fall (in): 30
Other: Safety Hammer Other: Auto Hammer
4 .
Casing Sample - I 5 |Field| 5 Stratum -
D?f{’)th Blows No Depth [Pen.|Rec| Blows |SPT Saw)c',%i?ggcéﬁrtﬁgti?dpL?,igﬂﬁ?:;'on £ |Test| Z& Description 3 £
(ft/min) 1 (ft) [ (in) | (in)| (per 6in.) [Value & |Data| ©
1 105 _ _ASPHALT __ 913
] S-1 1-3 24 | 12 21 10 19 S-1: (Top 6") Medium dense, brown to dark gray, fine to coarse ROAD SUBBASE !
- 97 SAND, some Gravel, little Silt.
i S-1: (Bottom 6") Medium dense, brown, fine to coarse SAND, some
S22 35 {211 3 810 o Sk, little Gravel. EMBANKMENT FILL
5 7 9 10073 S-2: Medium dense, reddish brown, GRAVEL, some fine to coarse 5 6.8
— Sand, little Silt. 2 —r———————
] 1425 C1 7-12 | 60 | 56 C-1: Reddish brown CONCRETE, fresh to slightly weathered, 3
I moderately spaced to close fractures CONCRETE STRUCTURE
| 95 [POSSIBLE CORE WALL]
1 0 11.75
8.5
1025 12 79.8'
Bottom of boring at 12 feet. 4
15 _|
20 _|
25 |
30
1. Ground surface elevation estimated from topographic survey by the City of Newton dated October 2, 2019.
2. Casing refusal encountered at 5 feet below ground surface (bgs).
£ | 3. Rollerbit refusal encountered at 7 feet bgs.
n<: 4. Boring backfilled with grout and bentonite to 0.25 feet bgs. Backfilled with cement to ground surface.
&
[

174021 BULLOUGHS POND DAM PHASE I1.GPJ; STRATUM ONLY; 4/22/2020

See Log Key for explanation of sample description and identification procedures. Stratification lines represent approximate boundaries between soil and bedrock
types. Actual transitions may be gradual. Water level readings have been made at the times and under the conditions stated. Fluctuations of groundwater may

occur due to other factors than those present at the times the measurements were made.

Boring No.:
GZ1
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TEST BORING LOG
GZA City of Newton DPW BORING NO.: GzZ-2
. Bulloughs Pond Dam Phase Il SHEET: 10f1
GeoEnvironmental, Inc. Dexter Road PROJECT NO: 01.0174021.00
Engineers and Scientists Newton, Massachusetts REVIEWED BY:
Drilling Co.: New England Boring Contractors |Type of Rig: Truck Boring Location: See Plan H. Datum: See Plan
Foreman: Rig Model: CME 75 Ground Surface Elev. (ft): 91.87

Gary Twombley
Logged By: Cody Gibb

Drilling Method: Drive & Wash

Final Boring Depth (ft.): 23
Date Start - Finish:

2/25/2019 - 2/25/2019

V. Datum: NAVDSS

Auger/Casing Type: HW Sampler Type:  Split Spoon Groundwater Depth (ft.)
1.D/O.D.(in): 4"/4.5" 1.D./0.D. (in.): 1.375"/2" Date Time Water Depth| Casing Stab. Time
Hammer Weight (Ib.): 300 Sampler Hmr Wt (Ib): 140 2/25/19 0300 7
Hammer Fall (in.): 24 Sampler Hmr Fall (in): 30 2/26/19 0710 75
Other: Safety Hammer Other: Auto Hammer 2/26/19 1420 6.5
4 .
Casing Sample - I % |Field| 5 Stratum -
D?f{’)th Blows | o Depth |Pen.|Rec| Blows |SPT Sar(nerJcIJe(zji?sgcgﬁrtxir;tzr:dplriigt(;f:ﬁ:;lon € | Test| @£ Description 3 £
(ft/min) 1 (ft) [ (in) | (in)| (per 6in.) [Value & |Data| ©
1 105 _ _ASPHALT _ o14'
] 2
5 _
S-1 5-7 24 | 6 54 10 S-1: Stiff, brown, fine to medium SAND and SILT & CLAY, little fine
T 65 Gravel.
7 S-2 7-9 24 | 5 46 1 S-2: Stiff, brown, Clayey SILT, some fine to coarse Sand, little Gravel. EMBANKMENT FILL
b 58
] S-3 9-11 24 0 7 4 S-3: No recovery.
10 6
— 22
] S4 | 11-13 | 24 0 33 9 S-4: No recovery. Gravel in split spoon.
b 63
] S5 | 1314 | 14 | 4 14 R
i 100/2" 14 77.9
15 125 C-1 14-18 | 48 | 44 C-1: Hard, slightly weathered, amorphous to medium grained, 3
— greenish gray, ARGILLITE, with very thin, moderately dipping foliation
| e and smooth, planar, close to moderately close, subhorizontal jointing.
13.5
275
7 2 C-2 | 1823 | 60 | 48 C-2: Hard, slightly weathered, amorphous to medium grained, 4 BEDROCK
b greenish gray, ARGILLITE, with very thin, moderately dipping foliation
20 | 9® and smooth, planar, close to moderately close, subhorizontal jointing.
10.75
1"
95 23 68.9'
Bottom of boring at 23 feet. 5
25 |
30
1. Ground surface elevation estimated from topographic survey by the City of Newton dated October 2, 2019.
2. Blind drill from 0O to 5 feet below ground surface (bgs).
£ | 3. Casing refusal at 14 feet bgs. Rollerbit refusal encountered at 14 feet bgs.
| 4. Core barrel jammed at 18 feet bgs. Terminated core.
§ 5. Boring converted to observation well at completion of drilling.
w
[

174021 BULLOUGHS POND DAM PHASE I1.GPJ; STRATUM ONLY; 4/22/2020

See Log Key for explanation of sample description and identification procedures. Stratification lines represent approximate boundaries between soil and bedrock
types. Actual transitions may be gradual. Water level readings have been made at the times and under the conditions stated. Fluctuations of groundwater may

occur due to other factors than those present at the times the measurements were made.

Boring No.:
Gz-2
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GZA

GeoEnvironmental, Inc.
Engineers and Scientists

TEST BORING LOG
City of Newton DPW BORING NO.:
Bulloughs Pond Dam Phase Il SHEET:

Dexter Road
Newton, Massachusetts

GZ-3
10f1

PROJECT NO: 01.0174021.00
REVIEWED BY:

Drilling Co.: New England Boring Contractors

Foreman:  Gary Twombley

Logged By: Cody Gibb

Type of Rig: Truck
Rig Model: CME 75
Drilling Method: Drive & Wash

Boring Location: See Plan
Ground Surface Elev. (ft.): 92.2
Final Boring Depth (ft.): 11.5
Date Start - Finish:

2/26/2019 - 2/28/2019

H. Datum: See Plan

V. Datum: NAVDSS

Auger/Casing Type: HW Sampler Type:  Split Spoon Groundwater Depth (ft.)
1.D/O.D.(in): 4"/4.5" 1.D./0.D. (in.): 1.375"/2" Date Time Water Depth| Casing Stab. Time
Hammer Weight (Ib.): 300 Sampler Hmr Wt (Ib): 140 2/26/19 1420 7
Hammer Fall (in.): 24 Sampler Hmr Fall (in): 30
Other: Safety Hammer Other: Auto Hammer
4 .
Casing Sample - I 5 |Field| 5 Stratum .
D?f{’)th Blows | o Depth |Pen.|Rec| Blows |SPT Saw)c',%i?ggcéﬁrtﬁgti?dpL?,igﬂﬁ?:;'on € | Test| @£ Description uij £
(ft/min) 1 (ft) [ (in) | (in)| (per 6in.) [Value & |Data| ©
S-1 0-2 24 | 11 32 S-1: Loose, dark brown, fine to coarse SAND, some Silt, little Gravel, 1
7 6 6 8 moist. TOPSOIL
i 2 90.2
S-2 2-4 24 | 12 10 4 - S-2: Medium stiff, brown, fine to medium SAND and SILT, little fine 2
- 33 Gravel, moist.
5 7 S-3 4-6 24 | 12 7 4 - S-3: Medium stiff, brown, fine to medium SAND and SILT, little fine
— 33 Gravel.
7 S-4 6-8 24 | 10 66 19 S-4: Very stiff, brown, fine to medium SAND and SILT, little fine EMBANKMENT FILL
b 13 11 Gravel.
7 S-5 8-10 24 5 157 10 S-5: Stiff, brown, fine to medium SAND and SILT, some fine to coarse
b 32 Gravel.
10 _|
S-6 10- 11 | 8 | 24 100/5" R | S-6: (Top 5") Brown, fine to medium SAND, some Silt, little coarse 10.5 81.7"
3 FINE GRAINED FOUNDATION
7 1.5 Gravel. 11.5 SolL 80.7'
i S-6: (Bottom 3") Gray, SILT, little fine Sand, trace Gravel. 4
5
i Bottom of boring at 11.5 feet.
15 _|
20 _|
25 |
30
1. Ground surface elevation estimated from topographic survey by the City of Newton dated October 2, 2019.
2. Color change from dark brown to brown was observed in wash return at 2 feet below ground surface (bgs).
£ | 3. Casing encountered refusal at 10.5 feet bgs.
| 4. Rollerbit encountered refusal at 11.5 feet bgs.
§ 5. Boring was converted to observation well at completion of drilling.
w
[

174021 BULLOUGHS POND DAM PHASE I1.GPJ; STRATUM ONLY; 4/22/2020

See Log Key for explanation of sample description and identification procedures. Stratification lines represent approximate boundaries between soil and bedrock
types. Actual transitions may be gradual. Water level readings have been made at the times and under the conditions stated. Fluctuations of groundwater may

occur due to other factors than those present at the times the measurements were made.

Boring No.:
GZ-3
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TEST BORING LOG
GZA City of Newton DPW BORING NO.: GZ-4
. Bulloughs Pond Dam Phase Il SHEET: 10f1
GeoEnvironmental, Inc. Dexter Road PROJECT NO: 01.0174021.00
Engineers and Scientists Newton, Massachusetts REVIEWED BY:
Drilling Co.: i iq: Boring Location: See Plan
New England Boring Contractors |Type of Rig: Truck p Qd oot 5 b H. Datum: See Plan
Foreman:  Gary Twombley Rig Model: CME 75 round Surface Elev. (ft.): 91.8
) ) Drilling Method: Drive & Wash Final Boring Depth (ft.): 13
Logged By:  Cody Gibb sy Date Start - Finish:  2/26/2019 - 2/26/2019 V. Datum: NAVDSS
Auger/Casing Type: HW Sampler Type:  Split Spoon Groundwater Depth (ft.)
1.D/O.D.(in): 4"/4.5" 1.D./0.D. (in.): 1.375"/2" Date Time Water Depth| Casing Stab. Time
Hammer Weight (Ib.): 300 Sampler Hmr Wt (Ib): 140 2/26/19 1330 6
Hammer Fall (in.): 24 Sampler Hmr Fall (in): 30
Other: Safety Hammer Other: Auto Hammer
4 .
Casing Sample - I % |Field| 5 Stratum .
D?f{’)th Blows No Depth [Pen.|Rec| Blows |SPT SaTNFI)CIJ%i?ggcéﬁrtxinsg:dplr%igt(;flﬁ:;'on £ |Test| Z& Description uij £
(ft/min) 1 (ft) [ (in) | (in)| (per 6in.) [Value & |Data| ©
1 05 ASPHALT 91.3"
] 2
] 3
5 _
| EMBANKMENT FILL
7 S-1 7-9 24 3 23 16 28 S-1: Very stiff, brown, SILT, some fine to coarse Sand, little Gravel.
b 12 19
10 7 S-2 9-11 24 3 45 22 30 S-2: Medium dense, brown, fine to coarse SAND, some Gravel, trace
— 89 Silt. (Gravel stuck in spoon tip.)
i 11 80.8'
S-3 11-13 | 24 6 10 6 S-3: Loose, brown, fine to medium SAND, some fine to coarse
9 ) FINE GRAINED FOUNDATION
1 32 Gravel, little Sand. SOIL
i 13 78.8
Bottom of boring at 13 feet. 4
_ 5
15 _|
20 |
25 |
30
1. Ground surface elevation estimated from topographic survey by the City of Newton dated October 2, 2019.
2. Probe from 0 to 6 feet below ground surface (bgs).
£ | 3. Blind drill from 0 to 7 feet bgs.
| 4. Casing and rollerbit encountered refusal at 13 feet bgs.
‘E’: 5. Boring backfilled with bentonite grout to 0.25 feet bgs. Backfilled with cement to ground surface.
w
[

174021 BULLOUGHS POND DAM PHASE I1.GPJ; STRATUM ONLY; 4/22/2020

See Log Key for explanation of sample description and identification procedures. Stratification lines represent approximate boundaries between soil and bedrock
types. Actual transitions may be gradual. Water level readings have been made at the times and under the conditions stated. Fluctuations of groundwater may

occur due to other factors than those present at the times the measurements were made.

Boring No.:
GzZ-4
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Appendix G
Geotechnical Laboratory Test Results
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THIELSCH!

195 Frances Avenue
Cranston RI, 02910
Phone: (401)-467-6454
Fax: (401)-467-2398

Client Information:
GZA GeoEnvironmental
Norwood, MA
PM: Lauries Gibeau

Project Information:
Bulloughs Pond Dam Phase 11
Newton, Massachusetts
GZA Project Number: 01.0174021.00

m thielsch.com Assigned By: Cody Gibb Summary Page: lofl
Let's Build a Solid Foundation Collected By: Cody Gibb Report Date: 03.13.19
LABORATORY TESTING DATA SHEET
Identification Tests Proctor / CBR / Permeability Tests
As Target | Thermal Thermal
: Test Y4 it P i Thermal
. Depth | Laboratory ez LL | PL [Gravel| Sand | Fines Dry Water MAX MAX UED || RESiEAy Reswt_lvﬂy @ Resistivity Lty ley
Boring | Sample No. Water Org. %| Gs unit (pcf) |Setupas| @ 1.5% Optimum . and
(ft) No. % | % % % % Content | (pcf) o " q Oven Dried . .
Content wt. pef ory | Wont (%) | % of Moisture Moisture o Soil Description
% | Wop (%) . . (°C*cm/W)
% (Corr)) | Proctor [ (°C*cm/W)| (°C*cm/W)
D2216 D4318 D6913 D2874| D854 D1557 D5334
6z-2 s-1 5.7 S 139 | 509 | 352 Brown f-m $AN[? and SILT & CLAY,
little fine Gravel
673 53 46 S 120 | 548 332 Brown f-m SAND and SILT, little fine
Gravel
673 S5 8-10 s-3 250 | 425 | 325 Brown f-m SAND and SILT, some f-c
Gravel
673 S6A 10-11 S 123 | 583 | 204 Brown f-m SAND, some Silt, little
coarse Gravel
Gz-4 s3 |13 ss 348 | 508 | 144 Brown m SAND, some f-c Gravel,
little Silt
Date Received 03.06.19 Reviewed By: - Date Reviewed: 03.13.2019
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Particle Size Distribution Report
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GRAIN SIZE - mm.
% +3" % Gravel % Sand % Fines
° Coarse Fine Coarse Medium Fine Silt Clay
0.0 0.0 13.9 3.2 23.9 23.8 27.8 7.4
Test Results (D7928 & ASTM D 1140) Material Description
Opening Percent Spec.* Pass? Brown f-m SAND and SILT & CLAY, little fine Gravel
Size Finer (Percent) (X=Fail)
0.75" 100.0
0.5 94.0 Atterberg Limits (ASTM D 4318)
0.375" 90.2 PL= LL= Pl=
#4 86.1
#10 82.9 Classification
#20 67.4 USCS (D 2487)= SC AASHTO (M 145)= A-2-4(0)
#40 59.0 .
#60 51.9 Coefficients
#100 44.8 D90= 9.3954 D85= 2.5904 D60= 0.4628
#200 35.2 Dgo= 0.2169 D3p= 0.0404 D15= 0.0130
0.0453 mm. 320 D10= 0.0050 Cy= 92.65 Ce= 0.71
0.0332 mm, 26.4
R k
0.0239 mm, 23.1 Sample visually classified :?pi;sfic. Sample rolled to 1/8".
0.0130 mm, 15.0
0.0093 mm, 13.2
0.0064 mm. 11.4
0.0047 mm. 9.6 Date Received: 03.06.19 Date Tested: 03.13.19
0.0033 mm, 7.9
0.0014 mm. 7.0 Tested By: RR/MN
Checked By: Steven Accetta
Title: Laboratory Coordinator
* (no specification provided)
Source of Sample: Borings Depth: 5-7' Date Sampled:
Sample Number: GZ-2/S5-1
Th|e|sch Eng|neer|ng |nC Client: GZA GeoEnvironmental
Project: Bulloughs Pond Dam Phase |1
Newton, Massachusetts
Cranston, Rl Project No: 01.0174021.00 Figure S-1
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Sample Number: GZ-3/S-3

Particle Size Distribution Report
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100 10 1 0.1 0.01 0.001
GRAIN SIZE - mm.
% +3" % Gravel % Sand % Fines
Coarse Fine Coarse Medium Fine Silt Clay
0.0 0.0 12.0 5.4 18.5 30.9 29.3 3.9
Test Results (D7928 & ASTM D 1140) Material Description
Opening Percent Spec.* Pass? Brown f-m SAND and SILT, little fine Gravel
Size Finer (Percent) (X=Fail)
0.75" 100.0
05" 97.2 Atterberg Limits (ASTM D 4318)
0.375 93.4 PL= NP LL= NV PI= NP
#4 88.0
#10 82.6 Classification
#20 71.4 USCS (D 2487)= SM AASHTO (M 145)= A-2-4(0)
#40 64.1 -
#60 55.5 Coefficients
#100 45.4 Dgp= 6.6874 Dgs= 2.6419 Dgo= 0.3210
#200 33.2 D5of 0.1901 D39= 0.0654 D1§= 0.0234
0460 mm| 229 Dig= 00131  C,= 24.52 Ce= 1.02
0.0339mm,  19.6 Remarks
0.0246 mm., 15.6 ; i ~ ;
0.0131 mm. 100 Sample visually classified as non-plastic.
0.0094 mm. 8.0
0.0067 mm. 6.8
0.0047 mm. 5.2 Date Received: 3.06.19 Date Tested: 3.13.19
0.0034 mm. 4.5
0.0014 mm. 3.6 Tested By: RR/MN
Checked By: Steven Accetta
Title: Laboratory Coordinator
* (no specification provided)
Source of Sample: Borings Depth: 4-6' Date Sampled:

Cranston, RI

Th|e|sch Eng|neer|ng |nC Client: GZA GeoEnvironmental

Project: Bulloughs Pond Dam Phase |1
Newton, Massachusetts

Project No: 01.0174021.00 Figure S-2
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Particle Size Di

stribution Report

Sample Number: GZ-3/S-5
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GRAIN SIZE - mm.
% +3" % Gravel % Sand % Fines
° Coarse Fine Coarse Medium Fine Silt Clay
0.0 16.3 8.7 2.7 17.0 22.8 28.3 4.2
Test Results (D7928 & ASTM D 1140) Material Description
Opening Percent Spec.” Pass? Brown f-m SAND and SILT & CLAY, some f-c Gravel
Size Finer (Percent) (X=Fail)
1-1/2" 100.0
o 91.6 Atterberg Limits (ASTM D 4318)
3/4 83.7 PL= LL= Pl=
1/2" 80.3
3/8" 80.3 Classification
#4 75.0 USCS (D 2487)= SC AASHTO (M 145)= A-2-4(0)
#10 72.3 .
#20 60.1 Coefficients
#40 55.3 Dgp= 23.9757 Dgs= 20.1028 Dgo= 0.8450
#60 50:8 Dgo= 0.2325 D3p= 0.0683 D15= 0.0293
#100 a5 Dig= 0.0203  C,= 41.58 Ce= 027
potgmm| 210 . . Remarks
0.0345 mm. 17:6 Sample visually classified as plastic. Sample rolled to 1/8".
0.0251 mm. 12.4
0.0133 mm. 8.1
0.0094 mm. 7.2 Date Received: 03.06.19 Date Tested: 3.13.19
0.0064 mm. 7.2
0.0047 mm. 6.4 Tested By: RR/MN
0.0034 mm., 4.8 .
0.0014 mm 38 Checked By: Steven Accetta
Title: Laboratory Coordinator
* (no specification provided)
Source of Sample: Borings Depth: 8-10' Date Sampled:

Th |e| SC h En g | n eerl n g |n C. Client: GZA GeoEnvironmental
Project: Bulloughs Pond Dam Phase |1
Newton, Massachusetts
Cranston, Rl Project No: 01.0174021.00 Figure S-3

157



366-20

Particle Size Distribution Report
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GRAIN SIZE - mm.
% +3" % Gravel % Sand % Fines
° Coarse Fine Coarse Medium Fine Silt Clay
0.0 11.7 0.6 0.8 19.5 38.0 27.0 2.4
Test Results (D7928 & ASTM D 1140) Material Description
Opening Percent Spec.” Pass? Brown f-m SAND, some Silt, little coarse Gravel
Size Finer (Percent) (X=Fail)
1" 100.0
0.75" 88.3 Atterberg Limits (ASTM D 4318)
05 88.3 PL= NP LL= NV PI= NP
0.375" 88.3
#4 87.7 Classification
#10 86.9 USCS (D 2487)= SM AASHTO (M 145)= A-2-4(0)
#20 78.0 .
#40 67.4 Coefficients
#60 57.1 Dgp= 20.2671 Dgs= 1.5249 Dgo= 0.2819
#200 294 D10= 0.0305 Cy= 9.25 Ce= 0.72
0.0476 mm., 21.8
R k
0.0354 mm, 129 Sample visually classified :?negn?plastic.
0.0257 mm., 8.4
0.0134 mm. 6.6
0.0095 mm. 5.7
0.0067 mm. 5.3 Date Received: 3.06.19 Date Tested: 03.13.19
0.0048 mm. 3.9
0.0034 mm. 28 Tested By: RR/MN
0.0014 mm. 22 Checked By: Steven Accetta
Title: Laboratory Coordinator
* (no specification provided)
Source of Sample: Borings Depth: 10-11' Date Sampled:
Sample Number: GZ-3/S-6A
Th|e|sch Eng|neer|ng |nC Client: GZA GeoEnvironmental
Project: Bulloughs Pond Dam Phase |1
Newton, Massachusetts
Cranston, Rl Project No: 01.0174021.00 Figure S-4
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Particle Size Distribution Report
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GRAIN SIZE - mm.
% +3" % Gravel % Sand % Fines
° Coarse Fine Coarse Medium Fine Silt Clay
0.0 19.3 15.5 3.5 24.4 22.9 12.2 2.2
Test Results (D7928 & ASTM D 1140) Material Description
Opening Percent Spec.” Pass? Brown f-m SAND, some f-c Gravel, little Silt
Size Finer (Percent) (X=Fail)
1-1/2" 100.0
o 84.9 Atterberg Limits (ASTM D 4318)
3/4 80.7 PL= NP LL= NV PI= NP
1/2" 76.5
3/8" 73.6 Classification
#4 65.2 USCS (D 2487)= SM AASHTO (M 145)= A-1-b
#10 61.7 -
#20 455 Coefficients
#40 37.3 Dgp= 29.9246 Dgs= 25.4671 Dgo= 1.7706
#60 29:5 Dgo= 1.0736 D3p= 0.2572 D15= 0.0796
#100 216 D1o= 0.0490 Cy= 36.14 Cc= 0.76
#200 14.4
R k
0.0488 mm, 9.9 emarks
0.0357 mm. 6.5
0.0256 mm. 51
0.0134 mm. 3.6
0.0095 mm. 31 Date Received: 3.06.19 Date Tested: 3.13.19
0.0068 mm. 2.6
0.0048 mm. 29 Tested By: RR/MN
0.0034 mm, 2.3 .
0.0014 mm 25 Checked By: Steven Accetta
Title: Laboratory Coordinator
* (no specification provided)
Source of Sample: Borings Depth: 11-13' Date Sampled:
Sample Number: GZ-4/S-3
Th|e|sch Eng|neer|ng |nC Client: GZA GeoEnvironmental
Project: Bulloughs Pond Dam Phase |1
Newton, Massachusetts
Cranston, Rl Project No: 01.0174021.00 Figure S-5
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Appendix H
Hydrologic & Hydraulic Analyses — Existing Conditions
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Project Name: Bullough's Pond Dam Phase || H&H Analysis
Project Number: 01.0174021.00
File Name: HMS_Tc_CN_Calculations

Data Source: Tc lines drawn using USGS topo maps (1:24k scale), elevation data (contours and
LiDAR) from MassGlIS, and aerial photography downloaded form MassGIS

Date: 3/10/2020
Purpose: To calculate Tc and lag times for subbasins within the study area, as well as curve numbers for subbasins within study area
Notes:

Performed By: Daniel McGraw, E.L.T

Reviewed By: Christine E. Suhonen, P.E.

Review Date: 1/14/2020
Updates:

Date Action/Comment Performed by? [Check required? | Checked by [Checked date
4/2/2020 Original calculations DEM
11/15/2019 Updates to calculations DEM X CES 1/14/2020
1/14/2020 Checked by Christine Suhonen
1/15/2020 Updates to Christine Suhonen's comments DEM
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Time of C ag Time C: {
Sheet flow (Eq. 15-8): Shallow flow (Table 15-3)°: Open Channel / Piped / Open Water Flow (Eq. 15-10 or Eq. 15-11)°® Tc
Eiov. Travel Elev. Surface Travel Elev. Travel
Subwatershed Len? Elev.Up Down Slope  Surface Description n? P2'  Time | Len. Elev.Up Down Slope Description n Vel.  Time | Len. Elev.Up Down Slope  Flow Type Description n Dep.  Width  Vel.  Time
it it ft f in hrs ft ft ft fuft s hrs ft ft ft fut ft ft s hrs hrs___min
Bulloughs Dam 529 1593 1592 0003 ‘Smooth Surfaces 0011 330 0026 | 190 1592 1582 0.005 Paved 0025 146 0036 | 722 1582 1503 0011  Piped Flow Cornugated Metal Pipe 0024 1 1 200 010 | 016 o8
211 1503 1483 0009  Piped Flow Corrugated Metal Pipe 0024 2 2 200 003 | 003 18
736 1483 1426 0008  Piped Flow Corrugated Metal Pipe 0024 2 2 200 010 | 010 61
1020 1426 858 0055 Piped Flow Pipe 0024 2 2 200 014 | 014 86
Newton Centre Playground | 74.6 1664 1648 0021  Woods Light Underbrush 0400 330 0273 | 650 1648 1435 0033  Shogmss 0073 126 0143 | 1352 1435 1137 0022  Piped Flow Corrugated Metal Pipe 0024 2 2 200 019 | 060 362
2162 1137 889 0011 Open Channel _Main Channel Straight Some Stones __ 0.035 5 1 200 030 | 030 180
Below Hammond 625 2113 2076 0059 Praie Grass Shot _ 0.150 330 0071 | 1345 2076 1738 0025  Shorigmss 0073 110 0339 | 6064 1658 1206 0007 OpenChannel Main Channel Straight Some Stones 0035 4 B 200 084 | 125 751
864 1738 1658 0009 Paved 0025 196 0123 | 900 1206 1151 0.006 Open Channel _Main Channel Straigh ton 0035 2 6 200 013 | 025 149
Commonwealth 748 2204 2170 0045 Prare Grass Short 0150 330 0092 | 1365 2170 1926 0018 Paved 0025 272 0140 | 1524 1926 1549 0025  Piped Flow Cornugated Metal Pipe 0024 2 2 200 021 | 044 266
1104 1549 1404 0013 Piped Flow Corrugated Metal Pipe 0024 3 3 200 015 | 015 92
1655 1404 1248 0009 OpenChannel  Main Channel Straight Some Stones  0.035 3 6 200 023 | 023 138
721 1248 1143 0015 Open Channel _Main Channel Straight t 0035 3 6 200 010 | 010 60
Newion Cemetery. 58 1532 1528 0007 Prae Grass Short 0150 330 0455 | 16116 1528 1340 0012 Paved 0025 220 0204 | 24350 1016 994 0001 Open Channel Main Gharnel Weeds/Stones. 005 5 2 175 039 | 075 447
15562 1340 1016 0021  Shogss 0073 100 0430 | 23411 1068 1028 0002 OpenChannel ~Main Channel Straight Some Stones 0035 5 7 200 033 | 076 453
89147 1028 9711 0005 OpenChannel Main Channel Straight Some Stones ~ 0.035 5 7 200 012 | 012 74
14514 974 891  0.006  OpenChannel Main Ghannel Straight Some Ston 0035 5 7 200 020 | 020 121
Hammond Pond 762 1836 1846 0053 Prarie Grass Short 0150 330 0087 | 1530.7 1846 1645 0013 Paved 0025 233 0183 | 9294 1645 1645 0000 BodyofWaler Main Channel Straight Some Stones  0.035 2 4 200 013 | 040 240
21750 1645 1634  0.001 OpenChannel Main Channel Sluggish Reach 0070 4 15 091 067 | 067 400
‘HammondPond to Park1 3378 1634 1374 0008 OpenChannel  Man Channel Sluggish Reach 0070 2 0 200 047 | 047 282
HammondPond to Park2 3469 1374 1145  0.007 OpenChannel _Main Channel Straight Some Stones 0035 2 8 200 048 | 048 289
ombined Park to City Hall 3587 1145 888  0.007 Open Channel _Main Channel Straight Some Stones __0.035 4 10 200 050 | 050 299
City Hal to Bullough 373 885 879 0,002 _Open Channel _Man Channel St Stones 00352 6 200 005 | 005 31
TC Lag
s | min | min
Bulloughs Dam 044 | 26 16
Newton Centre Playground | 0.90 | 54 33
Below Hammond 150 | 90 54
C 093 | 56 33
Newton Cemetery. 183 | 110 66
Hammond Pond 107 | 64 38
" Travel time was determined usina the Nation Enaineerina Handbook (NEH) Section 630.1502 Mathods for estimatina time of concentration fib) Velocity Method!
2 Maximum sheet flow lenath auidance outlined in Ea. 15-9 and in Table 15-2
* Manning's rouahness from Table 15-1 - Mannina's rouahness coefficients for sheet flow (flow deoth aenerally < 0.1 ft)
“P2is the 2-vear. 24-hour rainfall in inches obtained usina the NOAA Atlas 14.
©Travel time for shallow concantrated flow calculated usina Fioure 15-4 | Table 15-3 from NEH-630.1502 (USDA NRCS. Mav 2010)
© Travel time for open channel flow was calculated assumina rectanaular channel shaoe and assumed channel dimensions
©* Channel deoth and width estimated based on bankful dimensions as estimated usina Stream Stats (or rearession estimates)
Page 2 of 43
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Unconnected Impervious Areas

366-20

Connected Impervious Areas

Initial Abstract®

Row Labels Sum of CN*Area Sum of Area_ac Sum of Imperv Area % Imperv__Pervious __Composite’ R ___tial Abstract’ Composite'
NewtonCentrePark 10655.5 140.91 781 55.4% 76 85 0.5 0.353 88 0.273
Below Hammond 36948.1 512.24 170.4 33.3% 72 78 0.5 0.564 81 0.469
Bulloughs Pond Dam 8519.8 116.25 571 49.1% 73 82 0.5 0.439 85 0.353
Commonwealth Ave 17036.7 213.44 123.3 57.8% 80 88 0.5 0.273 90 0.222
Newton Cemetery/Cold Spring Park 51529.5 780.48 266.7 34.2% 66 74 0.5 0.703 7 0.597
Hammond Pond 15566.1 204.42 68.1 33.3% 76 81 0.5 0.469 83 0.410
(blank) #DIV/0! #DIV/0! #DIV/0! 0.5 #DIV/O! #DIV/0! #DIV/0!
Grand Total 140255.8 1967.75 763.6
) (1) Connectedimpervicusareas
g;:wl':::?nond Sum of Ari—;’;; fo: Mnpanmschndiupes ey p Pl 4 - An imprrvious s e eorisitared ponsten i runol?
A runfl (o Spervives Sres ooers sees 2 pervi- ON_ —pemaposite rosol cove nomber Truaph 02 Moty liredly frtorsber (atemge syt q i
Bulloughs Pond Dam 116.25 o anee s shieel Duw privr o enierins e draimge DI, = e runofT eurve uumber A\ P R i R i
Commonwealth Ave 213.44 spelein. e Dyserrions sy s aeonneccsd To F, = pereent impeniousness S NI S S A pd
: : p e pervions

Hammond Pond 204.42 dheermine U5 when 211 or par of Ose Boapervims ure B = miio of uncomneseted impervions ansu. ares and thien ity a dratmage system,
Newton Cemetery/Cold Spring Park 780.48 s o direcily conuesied o le dosimsge systoms 10 total sopervions ares. ¢
NewtonCentrePark 140.91 = i ey iU i D Ll 5 T ) Ay AEall of W lmperyvioes areas = divetly connecied v
(blank) previon: e e fess (han A1 pareent of e When Unpervinies a1ea s less a0 pereent oblin M i sysiear, byt e Ammpcsting-sire por
Grand Total 1967.75 e —— The rosmusite U8 by siderug the tighi allol Ggmms conbages in tuble 55 or e peraous ki (se 9

w g sepesiion L e Gguee AL i g = ikl Ui poruenbages oF vetal npervions s sl Erm‘pl-"ms_m ot applicatbly, s pabiere el
Row Labels Stmlof/Arealac premvions svess i sgaad o greeter U 30 Unes pathes oo ksl (mommketsd Amrpervioos ares g 023 ta casspnies 3 corpustin &N
3 309.42 prercenr Of flie iofal ares, Docanse e et tmpervioes ars, Thenomove lell (o e sppro- =
4 1017 Vi wspaactty ool o remzining perios pirtske prerviones CN sl e doven o Bl e oo
o 436 WLk o stgnifeantyilves punefl st [N U} I8
7 37.12 1 " v
11 585.07 - l|mfm,,)uf,u;.m (2
12 440.34
13 53.02 Note: The equation incorrectly indicates 0.05R, whereas it should be 0.5R (see example problem and chart) crnpivesne sl T enem pasikios
15 98.18 eyt pldl eueve nundies
16 1.87 1 = poreesi bnpervdpusiess
17 0.13
20 33.16
31 67.62
37 57.87
38 13.37
10 146.18
18 14.01
34 95.66
26 0.20
(blank)
Grand Total 1967.75
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Reservoir "BulloughsPond" Results for Run "100Yr -CH - Calibrated"
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Legend (Compute Time; 15May2020, 12:28:25)

------ Run:100Y¢ -CH - Calibrated Element:BulloughsPand Result:Storage. Run:100Yr -CH - Calibrated Element:BulloughsPand Result:Poo| Elevation Run:100Ys -CH - Calibrated Element:BulloughsPond Result:Outflow

—— = Run:100Yr -CH - Calibrated Element:BulloughsPond Result:Combined Inflow

Subbasin "A - Newton Cemetery" Results for Run "100Yr -CH - Calibrated"
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Legend (Compute Time: 15May2020, 12:28:25)
S Run:100Yr -CH - Calibrated Element:A - Newton Cemetery Result:Precipitstion ‘== Run:100Yr-CH - Calibrated Element:A - Newion Cemetery Result Precipitation Loss
= == Run:100Yr -CH - Calibrated Element:A - Newton Cemetery Result:Baseflow

‘Run:100Yr -CH - Calibrated Element:A - Newton Cemetery Result:Outfiow

Subbasin "B - Newton Centre Playgroun” Results for Run "100Yr -CH - Calibrated"
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Legend {(Compute Time: 15May2020, 12:28:25)

‘S Run:100Yr -CH - Calibrated Element:B - Newton Centre Playgroun Result:Precipitation " Run:100Yr -CH - Calibrated Element'B - 3y gr
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Subbasin "C - Commonwealth Ave" Results for Run "100Yr -CH - Calibrated"
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Subbasin "D - Below Hammond" Results for Run "100Yr -CH - Calibrated”
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Subbasin "E - Hammond Pond" Results for Run "100Yr -CH - Calibrated"
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Subbasin "G - Bullough's Pond” Results for Run "100Yr -CH - Calibrated"
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Appendix |
Seepage and Stability Analyses

167



~ 366-20
\ GZA Engineers and JOB 01.0174021.00 Bulloughs Pond Dam
GZ\ J GeoEnvironmental, Inc. Scientists SHEET NO. 1 OF 2
J 249 Vanderbilt Ave CALCULATED BY CMG/MFJ DATE 9/1/2019- 4/22/2020
d Norwood, MA 02062 CHECKED BY LAG DATE 4/22/2020

781-278-3700 SCALE N/A
FAX 781-278-5701

http://www.gza.com

Objective: To assess stability of the Bulloughs Pond Dam in Newton, MA

Method:
1) Develop typical cross section of dam at approximate maximum section (See attached figure).
2) Determine material parameters from test borings, laboratory testing, and typical values of similar materials.
3) Calculate location of phreatic surface within dam for normal and flood conditions, using SEEP/W. Calculate factor
of safety against piping failure. Evaluate effect of rapid drawndown on phreatic surface within dam.
4) Using pore water data from SEEP/W, calculate factors of safety against slope failure for the following load cases
defined by requirements of 302 CMR 10.14 (9(c)). Factors of safety calculated for both upstream and downstream
slopes using Spencer method.

Case #2 - Rapid drawdown from flood pool to low level outlet
Case #3 - Rapid drawdown from normal pool to low level outlet
Case #4 - Steady seepage at normal pool

Case #5 - Steady seepage with maximum (flood) pool

Case #6 - Earthquake (pseudo-static) at normal pool

Subsurface Information:
- Test borings GZ-1 through GZ-4 by GZA (Feb 2019)
- Observation wells installed in GZ-2 and GZ-3 by GZA (Feb 2019)
- Grain size distributions from samples collected by GZA
- Water levels based on piezometer readings taken on 7/19/19 and groundwater levels measured within boreholes at time of drilling

Assumptions:
- Horizontal acceleration for pseudo-static seismic analysis is 0.216g, per ASCE7-16
(Modified peak acceleration with 2% probability of exceedance in 50 years)
- Configuration of embankment based on interpretation of strata from test borings, actual configuration
may vary from that used in calculations

Material Properties:

Effective | Effeciive
Total Unit Weight, v, | Cohesion, | Friction |Cohesion,| Friction Saturated Permeability,
Strata (pcf) ¢ (psf) Angle, $°| c' (psf) | Angle, ¢'° kS_at Notes
Embankment Fill 125 0 31 0 31 2.0E-06 ft/s, 6.0E-05 cm/s (1),(2)
Fine Sand 130 0 29 0 29 2.3E-05 ft/s, 7.0E-04 cm/s (1),(2)
Core Wall 140 288000 0 288000 0 8.5E-06 ft/s, 2.6E-04 cm/s (3)
Bedrock Impenetrable 1.0E-11 ft/s, 3.0E-10 cm/s (3)

(1) - Permeabilities for granular materials encountered in borings estimated from Hazen equation.
(2) - Phi value of granular soils determined by analysis of SPT-N values from the test borings (Attachment D)
(3) - Assumed parameters based on similar material

Analysis Results:
SEEPAGE ANALYSIS RESULTS - EXISTING CONDITIONS

i 2
Case Pool Elevation Unit Flowrate, Q Exit Gradient, i,® Critical Gradient, i.,® FS,iulie | Required FS®
(through dam face)
1 Normal (El. 85.94) 0 ft°/s/ft No Exit 1.0 N/A 2.5-3.0
2 100-year Flood(El. 92.6 3.2E-05 ft°/s/ft 0.59 1.0 1.7 2.5-3.0

- Note: Factor of safety values less than recommended values are shown in italics
(1) - Elevations for Normal and 1/2 PMF pools from GZA's detailed H&H Analysis

(2) - Flow and exit gradient obtained from results of SEEP/W analysis using the maximum section of the dam
(3) - I: critical gradient, typical value for sand = 1.0

(4) - Cedergren, 1977
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GZA
GeoEnvironmental, Inc.
249 Vanderbilt Ave

Norwood, MA 02062
781-278-3700

FAX 781-278-5701
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Engineers and
Scientists

JOB
SHEET NO.

CALCULATED BY
CHECKED BY
SCALE

366-20

01.0174021.00 Bulloughs Pond Dam

2
CMG/MFJ
LAG

OF

2

DATE 9/1/2019- 4/22/2020

DATE
N/A

4/22/2020

SLOPE STABILITY ANALYSIS RESULTS

Load Case Loading Condition Dam Face - .Factor of Safety Comments / Notes
Minimum Existing
1 End of Construction Upstream 1.3 Not Applicable
Downstream
2 Sudden drawdown from maximum Upstream 11 12 Figure G-1
pool (Flood)
3 Sudden drawdown from spillway/top Upstream 12 13 Figure G-2
of gates (Normal)
4 Steady-state seepage at maximum Upstream 15 1.5 Figure G-3
storage pool (Normal) Downstream ) 1.5 Figure G-4
5 Steady-state seepage at surcharge Upstream 14 1.7 Figure G-5
pool (Flood) Downstream ) 1.0 Figure G-6
Earthquake® (Steady-state Upstream 0.9 Figure G-7
6 1.0 -
seepage at normal pool) Downstream 0.9 Figure G-8

- Note: Factor of safety values less than recommended values are shown in bold and italics

(1) - Low level outlet invert is at elevation 58.9, per H&H analysis

(2) - Earthquake loading applied as a lateral load using seismic coefficient

- Refer to Attachment A for SLOPE/W slope stability analysis graphical results

- Refer to Attachment B for Liquefaction Analysis
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ATTACHMENT A
SLOPE W GRAPHICAL RESULTS
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ATTACHMENT B
LIQUEFACTION ANALYSIS
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SPT-Based Liquefaction Susceptibility Evaluation

Project: Bulloughs Pond Dam Phase Il Project No.: 01.0174021.00
Location: Newton, Massachusetts
Evaluated By: CMG Date: 2/27/2019
Checked By: Date:

Purpose: Estimate exploration-specific factor of safety against liquefaction and liquefaction induced settlement.

Reference: 1) Idriss, .M. and Boulanger, R.W. (2008). Soil Liquefaction During Earthquakes. Earthquake Engineering
Research Institute. Oakland, California. EERI Publication No. MNO-12.
2) Idriss, I.M. and Boulanger, R.W. (2004). Semi-Empirical Procedures for Evaluating Liquefaction Potential
During Earthquakes . Proceedings of the Joint International Conference on Soil Dynamics & Earthquake
Engineering and International Conference on Earthquake Geotechnical Engineering. Berkeley, California.
January, 2004. pp.32-56

Approach: 1) Boring GZ-2, GZ-3, and GZ-4 analyzed
2) Create and modify evaluation and plot worksheet tabs to accommodate depths within Boring GZ-2, GZ-3, and G.
3) Enter input parameters for boring GZ-2, GZ-3, and GZ-4.
4) Input data from boring (depths, N, estimated fines content, and interpreted soil strata).
5) Check plots for accuracy and update as necessary.
6) If required, spot-check approximations using the MathCAD calculation verification form.
7) Add summary of results below.

Summary of Results: Based on the boring data provided, samples were screened for liquefaction susceptibility using the following
criteria:

- Samples whose fines conent (% silt- and clay-sized particles) exceeded 35% were assumed not
suscpetible to liquefaction
- Samples whose corrected blow count, (N)s0.cs, Was greater than 30 were assumed not susceptible to

liquefaction

Boring ID: GZ-2 GZ-3 GZ-4
Minimum Factor of Safety: 1.69 2.05 1.54

Elevation of Minimum
Factor of Safety (ft, MDC): 90 91 88

Recommendations:  Based on the factors of safety against liquefaction presented above, we recommend the site not be considered
susceptible to liquefaction.
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Calculated By: __CMG Date: 212712019
ughs Pond Dam Ph: Newton, Massachusetts Checked By: __0.00 Date:_1/0/1900
01.0174021.00 Explora Gz-2
Reference: Idriss & Boulanger (2008)
Tnput Elevalion Data SPT Correction Faclors: Waterial Properties: Seismic Assumplions
Ground Surface Elevation 1000 _ft ‘Split Spoon Type: 1.0.=1-3/8 in - Standard Sampler Typical rod stickup during SPT: 3 ft ‘Assumed Soil Unit Weight Above Water Table, 120 pef Maximum Acceleration at Ground Surface, ans=__ 0184
Water Elevation 935 _ft Hammer Type: Auto Hammer Borehole Diameter: <45 _in Assumed Soil Unit Weight Below Water Table, v, =120 pef Design Earthquake Magnitude, M= 5,55
Atmospheric Pressure, P, = 2088 _psf (see attached USGS Deaggregation for more information)
[Equations Overburden and Harmer Enerey Correctad Hammer Energy Correction Factor, C, . Rato, CRR )
verburden and Hammer Energy Correcte - ‘yelic Resistance Ratio, CRR = [BR)
€. =0.75 (Donut Hammer), 1.0 (Safety Hammer), 1.2 (Auto Hammer _ W
Blow Count, (N,)p = N,.CyC,C,CsC, - ; &4 120 ) ) K | i Limiting Shear Strain, 7,., 85‘1[1 -y 200
Factor of Safety, F, = - Moo (Macs Mea ) ,(Mas
where % F=~Csr exp| e [ U | e | [ 2es | g um S .
14.1 126 2.6 254 Maximum Shear Strain, 7,
N, =Field Biow Count -
R Cyslic Stress Ratio, CSR = 0.65a,,,, [7 ' P =0 when F,22.0
Overburden Correction Factor,C,, = (P, /", ) S 4 Yoo =70 when F,<F,
Borehole Diameter Correction Factor, where Corrected Cyclic Resistance Ratio, CRR,,,, = CRR - MSF - K, nax = Vi L=F,
€, =1.0(2.5™4.5" diameter), 1.05 (6" diam.), 1.10 (8" diam.) Depth Reduction Factor, r, = explar(z) + M * A(2)] where: o :min{m- 0035(2-*7)[ : — H when2.0>F, > F,
Sampling Method Correction Factor, Cy a(z)=-1.012 -1 1265|n[ s |33j (2 = depth in meters) . -M o
. E o caling Fac _ - <
0(Standard Sampler or Sampler with liners) 173 Magnitude Scaling Factor, MSF =6.9exp| —= |-0058 <18 where F, =0.032+0.69(N)., ~0.13(N)),,
OR, when sampler with room for iners is used without liners; £(2)=0.106 +0.118 sm( +5 mz] (z = depth in meters) . . 0364, .
ST for (N <10 12 “7] <11 Vertical Strain, &, =1.5¢ 1 .min (0,08, 7,,,)
N - . LDI=AH-
0+ (m; for 10 <(N,),, <30 Clean —Sand Corrected Blow Count, (N}, ¢s = (N))g + AN, )y, -
S Vertical Settlement, s = AH - &,
3 for (N)), 230 [,6,, 97 7‘] g
GEoa v
Rod Length Correction Factor. where: AN, = Legend
- - . . °C = Fi Liquefaction Likely (Fs < 1.1)
€, =0.75(0-3m), 0.80 (3- 4m). 0.85 (4-6m), 0.95 (6- 10m). 1.0 (> 10m) FC = Fines Content (%) Possible Flow Liquefaction Or Cyclic Strain Softening
Forusein liquefaction - induced strain estimates : N, = (V,),, -0.833 (11sFs<14)
[Aoproximation
verica
Deptn bs Limiting Layer Lol Vertical  Settiement
(mia-SPT Total  Effective Fines Shear  Parameter Max Shear Thickness, (cumulative  Vertical ~ Settiement (Cumulativ Inrpreted
interval)  Elevation Depth  Stress, o, Stress, o', N (field) Cr Cn c. (Niso  Content  (Nykocs. CRR MSF Cs Ky CRRear T CSR Strain, fin F.  Stainyme  AH LDl (layer) ) train, ¢, (Layer) o) SoilStrata  Comments
f ft m pst psf % ft ft ft in in
60 940 183 720 720 0 075 166 100 75 30 20 (%3] 766 011 110 039 098 012 332 015 049 0000 6 0 000 0000 0000 00® | g
80 920 244 960 866 ki 080 152 100 16 30 21 022 166 012 110 041 096 013 322 014 044 0000 2 0000 0000 0019
100 200 305 1200 982 6 080 152 100 9 15 12 013 166 009 107 024 095 014 169 038 086 0002 2 000385 000 0001 0018 0019
120 880 366 1440 1097 9 085 139 100 13 15 16 016 166 010 107 029 094 015 199 025 071 0000 2 0000231 000 0000 0001 0001
140 8.0 427 1680 1212 100 085 100 100 102 Notconsidered susceptible to liquefaction (N-value > 30 bpf)
Bedrock observed below 14 feet bgs. Not to
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Calculated By: __CMG Date: 212712019
ughs Pond Dam Ph: Newton, Massachusetts Checked By: __0.00 Date:_1/0/1900
01.0174021.00 Explora Gz-3
Reference: Idriss & Boulanger (2008)
Tnput Elevalion Data SPT Correction Faclors: Waterial Properties: Seismic Assumplions
Mudiine Elevation 1000 _ft ‘Split Spoon Type: 1.0.=1-3/8 in - Standard Sampler Typical rod stickup during SPT: 3 ft ‘Assumed Soil Unit Weight Above Water Table, 120 pef Maximum Acceleration at Ground Surface, ans=__ 0184
Water Elevation 930 _ft Hammer Type: Donut Hammer Borehole Diameter: <45 _in Assumed Soil Unit Weight Below Water Table, v, =120 _ pef Design Earthquake Magnitude, M= 5,55
Atmospheric Pressure, P, = 2088 _ psf (see attached USGS Deaggregation for more information)
[Equations Overburden and Harmer Enerey Correctad Hammer Energy Correction Factor, C, . Rato, CRR )
verburden and Hammer Energy Correcte - ‘yelic Resistance Ratio, CRR = [BR)
€. =0.75 (Donut Hammer), 1.0 (Safety Hammer), 12 (Auto Hammer) _ W
Bow Coutt, (V) = N_CoCLCoCrCr . ; ty ). 12 ) ! ' \ | i Limiting Shear Strain, 7,., 85‘1[1 - 200
. Factor of Safety, F, = - Moo (Macs Mea ) ,(Mas
where - Fo= sk exp| e [ U | e | [ 2es | g Maximum Shear Strai
N, =Fi 141 126 236 254 laximum Shear Strain, 7,
., =Field Blow Count -
R Cyslic Stress Ratio, CSR = 0.65a,,,, [7 ' P =0 when F,22.0
Overburden Correction Factor,C,, = (P, /", ) S 4 o Yoo =70 when F,<F,
Borehole Diameter Correction Factor, where Corrected Cyclic Resistance Ratio, CRR,,,, = CRR - MSF - K, nax = Vi L=F,
€, =1.0(2.5"4.5" diameter), 1.05 (6" diam.), 1.10 (8" diam.) Depth Reduction Factor, 7, = expla(2) + M * fi(=)] where: Vonss :min|:yhm. DOSS(Z—E)[ F" L H when2.0>F, > F,
Sampling Method Correction Factor, Cy a(z)=-1.012 -1 1265|n[ s |33j (2 = depth in meters) . -M o
. E o caling Fac _ - <
0(Standard Sampler or Sampler with liners) 173 Magnitude Scaling Factor, MSF =6.9exp| —= |-0058 <18 where F, =0.032+0.69(N)., ~0.13(N)),,
OR, when sampler with room for iners is used without liners; £(2)=0.106 +0.118 sm( +5 mz] (z = depth in meters) . . . 0364, .
SL1 for (N, <10 12w %] <11 Vertical Strain, &, =1.5¢ ™" .min (0.08, ,,,)
Nda g ‘ LDI=AH -
0+ (mz, for 10<(N)) <30 Clean — Sand Corrected Blow Count, (N, ), s = (N))gy + AN gy Vonax
st Vertical Settlement, s = AH - &,
3 for (N)), 230 [,6,, 97 7‘] v
oo (o)
Rod Length Correction Factor. where: AN, = Legend
- - . . °C = Fi Liquefaction Likely (Fs < 1.1)
75 (0-3m). 0.80 (3-4m). 0.85 (4-6m). 0.95 (6-10m). 1.0 (> 10m) FC = Fines Content (%) Possible Flow Liquefaction Or Cyclic Strain Softening
Forusein liquefaction - induced strain estimates : (11sFs<14)
Vertical
Limiting Layer Lol Vertical  Settiament
(mid-SPT Total  Effective Fines Shear  Parameter Max Shear Thickness, (cumulative  Vertical ~ Settlement (Cumulativ Interpreted
ineva)  Elevaon  Depth  Stress,s, Stess,o, N(feld)  Cq [ G Nk Cotent  (Niucs CRR MSF c. K, ORRw csr . Swang,  F, AH DIy ) Swang, (Laye) ¢  SolStala  Comments
ft ft m pst pst % ft ft ft in in
70 990 030 120 120 8 075 170 100 B 30 3 (5] 766 008 110 02 100 012 214 034 085 _ 0000 2 0 000 0000 0000  0.000 fepsomny
30 97.0 091 360 360 7 075 170 100 7 30 12 013 166 008 110 024 099 012 205 038 08 0000 2 0 000 0000 0000  0.000
50 950 152 600 600 7 075 170 100 7 30 12 013 166 008 110 024 098 012 207 038 08 0000 2 0 000 0000 0000 0000 L
70 930 213 840 840 19 080 153 100 17 30 23 025 166 012 110 045 097 012 387 012 037 0000 2 0 000 0000 0000  0.000
90 910 274 1080 955 10 080 154 100 9 30 .15 009 107 027 0% 013 210 029 077 0000 175 0 000 0000 0000  0.000
105 895 320 1260 1042 100 085 110 100 70 Not considered susceptible to liquefaction (N-value > 30 bpf)

Bedrock observed below 10.5 feet bgs. Not considered susceptible to liquefaction.
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Calculated By: __CMG Date: 212712019
ughs Pond Dam Ph: Newton, Massachusetts Checked By: __0.00 Date:_1/0/1900
01.0174021.00 Explora Gz-4
Reference: Idriss & Boulanger (2008)
Tnput Elevalion Data SPT Correction Faclors: Waterial Properties: Seismic Assumplions
Mudiine Elevation 1000 _ft ‘Split Spoon Type: 1.0.=1-3/8 in - Standard Sampler Typical rod stickup during SPT: 3 ft ‘Assumed Soil Unit Weight Above Water Table, 120 pef Maximum Acceleration at Ground Surface, ans=__ 0184
Water Elevation 935 _ft Hammer Type: Donut Hammer Borehole Diameter: <45 _in Assumed Soil Unit Weight Below Water Table, v, =120 _ pef Design Earthquake Magnitude, M= 5,55
Atmospheric Pressure, P, = 2088 _ psf (see attached USGS Deaggregation for more information)
[Equations Overburden and Harmer Enerey Correctad Hammer Energy Correction Factor, C, . Rato, CRR )
verburden and Hammer Energy Correcte - ‘yelic Resistance Ratio, CRR = [BR)
€. =0.75 (Donut Hammer), 1.0 (Safety Hammer), 1.2 (Auto Hammer _ W
Blow Count, (N,)p = N,.CyC,C,CsC, - ; &4 120 ) ) K | i Limiting Shear Strain, 7,., 85‘1[1 -y 200
h Factor of Safety, F, = - Moo (Macs Mea ) ,(Mas
where - Fo= sk exp| e [ U | e | [ 2es | g Maximum Shear Strai
N, =Fi 141 126 236 254 laximum Shear Strain, 7,
., =Field Blow Count -
o T Cyclic Stress Ratio, CSR = 0.65a,,,, [7 y T =0 when F,22.0
Overburden Correction Factor,C,, = (P, /", ) S 4 Yoo =70 when F,<F,
Borehole Diameter Correction Factor, where Corrected Cyclic Resistance Ratio, CRR,,,, = CRR - MSF - K, nax = Vi L=F,
€, =1.0(2.5"4.5" diameter), 1.05 (6" diam.), 1.10 (8" diam.) Depth Reduction Factor, 7, = expla(2) + M * fi(=)] where: Vonss :min|:yhm. DOSS(Z—E)[ F" L H when2.0>F, > F,
Sampling Method Correction Factor, Cy a(z)=-1.012 -1 1265|n[ s |33j (2 = depth in meters) . -M o
. E o caling Fac _ - <
0(Standard Sampler or Sampler with liners) 173 Magnitude Scaling Factor, MSF =6.9exp| —= |-0058 <18 where F, =0.032+0.69(N)., ~0.13(N)),,
OR, when sampler with room for iners is used without liners; £(2)=0.106 +0.118 sm( +5 mz] (z = depth in meters) . . 0364, .
SL1 for (N), <10 128 <11 Vertical Strain, &, =1.5¢ V" .min (0.08, 7,,..)
NDw g LDI =AH -
0+ (mz, for 10<(N)) <30 Clean — Sand Corrected Blow Count, (N, ), s = (N))gy + AN gy Vonax
st Vertical Settlement, s = AH - &,
3 for (N)), 230 [,6,, 01 I ] v
GEoa v
Rod Length Correction Factor. where: AN, = Legend
- - . . °C = Fi Liquefaction Likely (Fs < 1.1)
75(0-3m), .80 3- 4m), 0.85 (4- 6m), 0.95(5-10m), 1.0 (> 10m) FC = Fines Content (%) Possible Flow Liquefaction Or Cyclic Strain Softening
Forusein liquefaction - induced strain estimates : N, = (V,),, -0.833 (11=Fs<14)
Vertical
Limiting Layer Lol Vertical  Settiament
(mid-SPT Total  Effective Fines Shear  Parameter Max Shear Thickness, (cumulative  Vertical ~ Settlement (Cumulativ Interpreted
ineva)  Elevaon  Depth  Stress,s, Stess,o, N(feld)  Cq [ G (N Content  (Nis cRR MsF c. K, CRRu csR o Swaing,  F AH  LDI(aye) ) Swans, (aye) ¢  SolStala  Comments
ft ft m st s % ft ft ft in in
80 920 244 90 866 28 080 143 100 2 20 29 [Z]] 766 016 110 074 096 013 _ 582 _ 006 _ 001 _ 0000 8 0 00T 0000 0000 0031
100 900 305 1200 982 30 080 136 100 2 20 29 042 166 016 110 078 095 014 558 005 002 0000 2 0 001 0000 0000 0031
120 880 366 1440 1097 9 085 144 100 8 15 12 013 166 009 106 023 094 015 154 040 088 0003 2 0008052 001 0001 0031 0031 |SASHNN

Bedrock observed below 10.5 feet bgs. Not considered susceptible to liquefaction.
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Appendix J
Cost Estimate for Preferred Alternatives
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BULLOUGH'S POND DAM REHABILITATION PROJECT
NEWTON, MA
GZA GeoEnvironmental, Inc.
File No. 174021
CONCEPTUAL COST ESTIMATE - Alternative 5 (Riprap)

ESTIMATED
ITEM # DESCRIPTION UNIT GZA UNIT PRICE GZA TOTAL PRICE
QUANITY
ONE TIME COST
01740.01 Site Restoration 1 LS $10,000.00 $10,000.00
01900.01 Mobilization and Demobilization 1 LS $25,000.00 $25,000.00
02065.03 Removal and Legal Disposal of Miscellaneous Debris 1 s $5,000.00 $5,000.00
and Items
Slipeline 24-inch Outlet Pipes 1 LS $225,000.00 $225,000.00
Repair Stone Masonry Headwall
11010.02 Repoint Spillway Training Walls 210 LF $25.00 $5,250.00
) Grout Pump 3 day $70.00 $210.00
UPSTREAM SLOPE
. . - 470 SY $10.00 $4,700.00
Clearing, Grubbing , Stripping - Upstream Slope Face
Tree Clearing - Upstream Slope 10 Ea. $160.00 $1,600.00
02270.01 Fl.,lrnishing ahd Placement of Crushed Stone Material 423 ton $60.00 $25,380.00
Riprap Bedding
Furnishi Pl f |
02270.02 RTF::; ing and Placement of Upstream Slope Stone 1410 oy $100.00 $141,000.00
DOWNSTREAM SLOPE
Clearing, Grubbing , Stripping - D t S|
earing, Grubbing, Stripping - Downstream Slope 222 sy $10.00 $2,222.22
Face
Tree Clearing - Downstream Slope 9 Ea. $160.00 $1,440.00
02200.01 Common Excavation for Slope Repairs 266.7 cY $25.00 $6,666.67
02270.01 F%Jrnishing a‘nd Placement of Crushed Stone Material 804 ton $60.00 $48,240.00
Riprap Bedding
02270.02 Furnishi.ng and Placement of Downstream Slope 893 oy $90.00 $80,400.00
Stone Riprap
DOWNSTREAM CHANNEL
Furnishi Pl Ri D
02270.02 urnishing and Placement Riprap at Downstream 122 sy $10.00 $1222.22
Channel
Sub-Total Cost: $583,300.00
50% Contingency: $291,700.00
Total Cost: $875,000.00
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BULLOUGH'S POND DAM REHABILITATION PROJECT
NEWTON, MA
GZA GeoEnvironmental, Inc.
File No. 174021
CONCEPTUAL COST ESTIMATE - Alternative 5 (TRM)

366-20

ESTIMATED
ITEM # DESCRIPTION UNIT GZA UNIT PRICE GZA TOTAL PRICE
QUANITY
ONE TIME COST
01740.01 Site Restoration 1 LS $10,000.00 $10,000.00
01900.01 Mobilization and Demobilization 1 LS $25,000.00 $25,000.00
Removal and Legal Disposal of Miscellaneous Debris
02065.03 1 LS $5,000.00 $5,000.00
and ltems
Slipeline 24-inch Outlet Pipes 1 LS $225,000.00 $225,000.00
Repair Stone Masonry Headwall
11010.02 Repoint Spillway Training Walls 210 LF $25.00 $5,250.00
) Grout Pump 3 day $70.00 $210.00
UPSTREAM SLOPE
470 Sy 9.00 4,230.00
Clearing, Grubbing , Stripping - Upstream Slope Face 3 3
Tree Clearing - Upstream Slope 10 Ea. $160.00 $1,600.00
Furnishing and Placement of Crushed Stone
02270.01 . . . 423 ton $60.00 $25,380.00
Material Riprap Bedding
Furnishing and Placement of Upstream Slope Stone
02270.02 ) & P P 1410 oy $90.00 $126,900.00
Riprap
DOWNSTREAM SLOPE
Clearing, Grubbing , Stripping - D t Sl
earing, Grubbing , Stripping - Downstream Slope 22 oy $10.00 $2,222.22
Face
Tree Clearing - Downstream Slope 9 Ea. $160.00 $1,440.00
02200.01 Common Excavation for Slope Repairs 266.7 cYy $25.00 $6,666.67
Furnishing and Placement of Turf Reinforcement
& 893.3 sy $11.00 $9,830.00
Mat
Furnishing and Placement of Loam from Off-Site
02930.02 148.9 cYy $50.00 $7,444.44
Sources
02930.03 Seeding 893.3 SY $5.00 $4,466.67
DOWNSTREAM CHANNEL
02270.02 Furnishing and Placement Riprap at Downstream 122 sy $10.00 $1222.22
Channel
Sub-Total Cost: $461,900.00
50% Contingency: $231,000.00
Total Cost: $692,900.00
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BULLOUGH'S POND DAM REHABILITATION PROJECT
NEWTON, MA

GZA GeoEnvironmental, Inc.
File No. 174021

CONCEPTUAL COST ESTIMATE - Alternative 5 (ACB)
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ESTIMATED
ITEM # DESCRIPTION UNIT GZA UNIT PRICE GZA TOTAL PRICE
QUANITY
ONE TIME COST
01740.01 Site Restoration 1 LS $10,000.00 $10,000.00
01900.01 Mobilization and Demobilization 1 LS $25,000.00 $25,000.00
Removal and Legal Disposal of Miscellaneous Debris
02065.03 1 LS $5,000.00 $5,000.00
and ltems
Slipeline 24-inch Outlet Pipes 1 LS $225,000.00 $225,000.00
Repair Stone Masonry Headwall
11010.02 Repoint Spillway Training Walls 210 LF $25.00 $5,250.00
) Grout Pump 3 day $70.00 $210.00
UPSTREAM SLOPE
470 Sy 9.00 4,230.00
Clearing, Grubbing , Stripping - Upstream Slope Face 3 3
Tree Clearing - Upstream Slope 10 Ea. $200.00 $2,000.00
Furnishing and Placement of Crushed Stone
02270.01 . . . 423 ton $60.00 $25,380.00
Material Riprap Bedding
Furnishing and Placement of Upstream Slope Stone
02270.02 ) & P P 1410 oy $90.00 $126,900.00
Riprap
DOWNSTREAM SLOPE
Clearing, Grubbing , Stripping - D t Sl
earing, Grubbing , Stripping - Downstream Slope 22 oy $10.00 $2,222.22
Face
Tree Clearing - Downstream Slope 9 Ea. $200.00 $1,800.00
02200.01 Common Excavation for Slope Repairs 266.7 cYy $25.00 $6,666.67
Place ACBs downstream Slope 2000.0 SF $11.00 $22,000.00
DOWNSTREAM CHANNEL
02270.02 Furnishing and Placement Riprap at Downstream 122 sy $10.00 $1222.22
Channel
Sub-Total Cost: $462,900.00
50% Contingency: $231,500.00
Total Cost: $694,400.00
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dcr ' L

Massachusetts
July 10, 2019
City of Newton
c/o Ruthanne Fuller, Mayor
1000 Commonwealth Ave

Newton, MA 02459

Subject: Notice of Recording

Dam Name: Bulloughs Pond Dam
Location: Newton
National ID No: MAO03414
Hazard Potential: Significant
. Known Condition: Poor
Dear City of Newton,

This notice is to inform you that on June 26, 2019, the Certificate of Non-Compliance and Dam
Safety Order issued to you on July 16, 2018 was recorded at the Middlesex South County
Registry of Deeds. A copy of the recorded certificate is enclosed. In accordance with 302 CMR
10.08, a Certificate of Compliance will be issued when the dam is brought into compliance with
dam safety regulations. Please contact Emily Caruso of ODS at 508-792-7716 ext. 41827 or
Emily.Caruso@mass.gov with any questions. Thank you for your time and anticipated
cooperation.

Sincerely,

oy [ of

William C. Salomaa, Director
Office of Dam Safety

Enclosure:  Recorded Certificate of Non-Compliance and Dam Safety Order

COMMONWEALTH OF MASSACHUSETTS - EXECUTIVE OFFICE OF ENERGY & ENVIRONMENTAL AFFAIRS

Department of Conservation and Recreation 5 Charles D. Baker Kathleen A. Theoharides, Secretary,

180 Beaman Street ..__&: '{1‘\ Governor Executive Office of Energy & Environmental Affairs
West Boylston, MA 01583 ‘;&:ﬁf _ o

508-792-7423 508-792-7805 Fax N4 Karyn E. Polito Leo Roy, Commissioner
www.mass.gov/orgs/department-of-conservation-recreation Lt. Governor Department of Conservation & Recreation
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Middlesex South Registry of Deeds

Electronically Recorded Document

This 1s the first page of the document - Do not remove

Recording Information

Document Number ' 88670
Document Tvpe ORD
Recorded Date June 26. 2019
Recorded Time : 09:40:02 AM
Recorded Book and Paae 1 728257544
Number of Pades(including cover shegt) : 9

Raceint Numbear 1 2337660
Recording Fee - $75.00

Middlesex South Registry of Deeds
Maria C. Curtatone, Register
208 Cambridge Street
Cambridge, MA 02141
617-679-6300
wyw.niddlesexsonthregistry.com
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dcr

Massachusetts

&

July 16, 2018
Certified Mall No. 7017 2620 0000 7578 6800
Return Recelpt Requested

Clty of Newton

¢fo the Honorable Ruthanne Fuller
1000 Commonwealth Ave

Newton, MA 02459

Subject: CERTIFICATE OF NON-GOMPLIANGE and DAM SAFETY ORDER

Pam Name: Bulloughs Pond Dam
Location: Newton .
National ID No: : MA03414

iKnown Conditlon: : Poor

Hazard Potential: Slgnificant

Middlesex Raglstry of Deeds:  Book 2618, Page 2

Dear Mayor Fuller!

In accordance with 302 CMR 10.08, the Department of Conservation and Recreatlon (DCR),
Office of Dam Safety (ODS) has determined that Bulloughs Pond Dam does hot mest
accepted dam safety standards and [s a potentlal threat to public safety. Therefore, DCR
hereby lssues o CERTIFICATE OF NON-COMPLIANCE and DAM SAFETY ORDER.

0OD5 records Indleate that the City of Newton is the Owner of the Bulloughs Pond Dam,

, Natlonal Inventory of Dams No, MAO34 14, ODS cdlassifies the dam as a Small Slze,

? . ‘ Significant Hazard Potential Structure. Significant Hazard Potential Dams are dams that
‘ may cause the loss of life and property damage In the event of dam fallure.

COMMONWEALTH OF MASSACHUSETTS -« EXECUTIVE OFFICE OF ENERGY & ENVIRONMENTAL

AFFAIRS

Department of {‘onsewatlon and Recreation Charlzs D. Baker Maithew A, Beaton, Secretary .

251 Causeway Strest, Suite 600 g " Governar Execulive Offfice of Energy & Environments? Affalrs
Boston MA 02114-2119 . Jf :

617-626+1250 G17-626-1351 Fax Karyn Polite Leo Roy, Commissioner

W, mass.gov/dor -1, Govemnor Deparkment of Consorvation & Recraation
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On May 2, 2017, and more recently on June 7, 2018, inspecticns of the Builloughs
Pond Dam wera performed by engineering consuitants PARE Corp,, at the expense of
the ODS. As a rasult of these Inspections, the dam was determined to be
STRUCTURALLY DEFICIENT and In POOR condition. The dam has baen found to
ben nead of repalr, breaching or removal to bring the dam Into compliance with
darn safely regulations,

The CERTIFICATE OF NON-COMPLIANCE ls based on the above-referenced Inspection
report results which listed the observance of many deficlencles, including but not
limited to: T

« Unwanted vegetation In areas of the dam Including large trees along the
downstream slope;

+ Scarping along the upstream stope and bare solls prone to eroslon along
the downstream slopa;

¢ Delerloration/potential unstable headwall at the downstream end of the
low-level outlet with observed scour/displaced riprap within the channel;

v Areas of scour along the downstream channel Including at the low~level
oullet and along the left and right banks, If eroslan of the left bank
continuas, It could encroach on the toe of the downstream slops;

¢ Mortar 18 mlssing from some jolnts of the splilway tralning walls; and

»  Additional maintenance deficlencles and dam safety concetns.

These foragalng deficlencles compromise the structural Integrity of the dant and |
presant a potential threat to public safety. ODS has determined that the dam needs
to be repalred, breached or removed in order to bring the dam Into compliance with
dam safety reguiations, ' . :

G.L. ¢ 253, Sections 44-48 and 302 CMR 10,00 set forth the jurisdiction for ODS
and Its authority to take actlon and order actlons to be taken, For your informatlon a

copy of the Dam Sufety Regulations, 302 CMR_10.00 Dam Safety, can be found on
the ODS website, .

* DAM SAFETY ORDER: _
In accordance with the authority of G.L. ¢, 253, Sectlon 47, 302 CMR 10.07
and 10,08 you are hareby ORDERED to comply with the following:

1) Conduct Fotlow-up Inspactions: You shall complete follow-up visyal
Inspactions at six (6)-month Intervals, conducted by a registered )
professional clvil englneer quallfied. to conduct dam Inspections, at your
cost, untll adequate repalrs are made or the dam |s adequately breached,
You shall submlt the first Follow-up Inspection ta ODS no later than
December 7, 2018,

Follow-up Inspections are to be summary in format and shall provide a
written description, Including photographs, of any changes In condiltion,
Yaur anglneer s to use the attached ODS Poor Conditlah Dam Follow-up
Inspection Form to repork follow-up inspection findings, The form is also
avallable electrontcally on the ODS web site, Your engineer shall Include a
cover letter on engineering firm letterhaad that brlefly summarizes the
current foliow-up Inspectlen and findings.
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You shall submit one (1) hard copy printed double-sided and oné (1
alectronic pdf copy of all completed follow-up visual Inspection reports to
ODS within thirty (30) days of the date of follow-up Inspection field work,

Conduct Phase 1L Inspection and Investigations. You shali hire at
your cost, a guallfied reglstered professional englheet with dem

. engineering experlence (engineer) to conduct a Phase II Inspectlon and

3)

1)

Investlgation of the dam Lo evaluate the structural integrity and spillway
hydraullc adeguacy of your dam and to develop/implement a plan to bring
the dam Inko compliance with dam safely requlations by adequal.ely
repalring, breachlng or a‘emovlng the dam (ses attached Phase 11

‘Investigation Outilne),

a. You shall commence the Phase IT Inspaction and Investlgatlon na later
than October 16, 2048, The Phase II Inspaction and Investigation (s
to conform to the attached Phase 11 Investigation Qutling. You are to,
In & letter to ODS, no later than October 2, 2018, (dentify your
selected engineer and lnfou m QDS of the start date of tha Phage 11
work,

b. The Phase II Inspection and Investlgation is to be completed, signed
and stamped by your englneer and copies of the Phase 1I final report

" gre to ba dellvered to ODS no later than January 1.6, 2019,

you shall include a covar latter with the submltfed Phase 11 report
which desoribes your selected aiternative Lo bring the dam into
complianice with dam safety regulations, The owner shall submit a
stakement of your Intent to Implemant Inspection report
recommendations to address structural and operational deficlencles to
0ODS upon submisslon of the required Phase 1L Inspection and
Investigation completed by your englheer.

Bring the dam into compliance and complete all repair, braach or
removal work no later-than January 16, 2020, With your Phase II
submittal, you must also provide a proposed timeline to design, parmit
and construct the selected alternalive to repalr, breach or remove the
dam, The selected alternative must be completed, and the dam brought
into compllance with Dam Safety ragulations, by January 16, 2020,

Add;tional Requirements:
a. You shall furnish coples of afl required submitials tlsted above vla :
certiflad mall. ' :

b, In order to maintaln compliance with the Commonwealth’s Wetlands
Protection Laws you may have to seek requisite approvat from your
local Conservatlon Commisslon In accordance with G.L, ¢, 131, §40,
You are obllgated to contact and malntaln communication with the
Newton Conservatlon Commisslon and any other local, stats or federal
permitting agency the ensure corpliance with the We_tlands Protection
Act ahd any other regulatory requirements.,
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¢. You must Inform the following parties about the condition of the dam

- and your developing plans to bring the dam into compliance with dam
safety regulations; all abutters of tha Impoundment upstream;
property owners within one-half mile downstream of the Bulloughs
Pond Dam; Northeast District, Division of Fisherles & Wildlife, 85
Fitchburg Rd, Ayer, MA 01432; Reglonal Director, Department of
Environmental Prptectlon, Northeast Reglon, 2058 Loweil St,
Wimington, MA 01887; Conservation Cammission, 1000 .
Commonwealth Ave, Newton, MA 02459; Emergency Management
Director, 1164 Centre St, Newton, MA 02459,

Please be advisad that In accordance with G.L. ¢, 253, § 47, “any persoh who falls to
comply with the provislons of this chapter or of any order, regulation or requirement
of the department relative to dam safety, shall be fined an amount not to exceed '
$5,000 for each offense, to be fixed by the court.” Furthermore, aach viotatlon shall
be regarded as a separate and distinct offenge and, In case of a continulng violation,
each day’s continuance thereof shali be deemed to be a separate and distinct
offense.

Nething tn this order releases ihe ownier from the requirements of any prior bam
Safety OQrder tssued for thls dam,

“In accordance with 302 CMR 10.08, this CERTIFICATE OF NON-COMPLIANCE and
DAM SAFETY ORDER will be recorded by the DCR at the Ragistry of Deeds In the
county where.the dam lles. Issuance of a Certlficate of Compllance followlng
‘adequate repalr or breaching of the dam will be required to discharge the
CERTIFICATE OF NON-COMPLIANCE and DAM SAFETY ORDER,

Please dlrect any technlcal questions, correspondence, or submittals to Emlly Carusg, -
Department of Conservation and Recreation, Office of Dam.Safety, 180 Beaman
Street, West Boylston, MA 01583 or Emily. Caruso@state.ma.us, Other queastions
regarding process and adminlstration of Dam Safety regulations should bhe directed

to Blli Salomaa, Director of Office of Dam Safety, at Willlam.Salomaa@state.ma, us.
Additlonal dam safety Information can be found at the DCR-ODS website:

lltj;g:Mwww.mgssggﬂg_@[@genc!gnggf[consggvai'?onm_am—gamty_[.
Thank you for your coopération. ’

Slncerely,

_ Cémimissloner, DCR.
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. Encigsure;  June 2018 Fellow-Up Inspeclion

e

Senabor Cynthla Stone Creem
Rapresentatlive Kay Khan

Newton Emergency Management Director
Newton Conservation Commission
Barbara Newman, U.S, Army Corps
Northeast Region, DEF

Delrdre Buckley, MEPA

Northeast District, DFW

Rob Lowell, DCR

Willlam Salomaa, DCR

Arlana Johnson, Esq., DCR

Nick Witdman, DER

366-20
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Papartment of Conservation and Recreation
Office of Dam Safety
Phasae I Inspection and Investigation Qutline

I,

Revlew of existing lnformation!ll!lllllllli‘llllbllIlll‘lll)!lllllIIIII‘IKIIII xR

It

Updated Detalled Phase I surface inspection in compliance with
Office of Dam Safety Phase I Inspection
format lllll ATSFUA PSRN N ENDPRARAREARNERAREAIFARINRINID llllllllll

| ITLL

Subsurface Investigations ~ borings, samp!ing,
analysis....cuvomims .

IV,

Topographic Survey, wetlands flagging/delineation, of sufficient
detail to support not only the Phase 1) effort, but sufficient for
the future |mplementation of design

PhASE o e s

'| Stability and seepage analyses ~ Seismic and static stability

avaluation of dam (upstream and downstream slopes, Internal
materials), seepage potential, intemal erosion potentlal, piping
p()tentlalll!lIII!IIIIIIIIIII

VI.

Hydrologic/Hydratllc Analeis and spillway inadequacy
resolutionltillIllll'lilill!lll'l'lal!IllVlilitl!‘llI!lalricllk

VXX,

Alternatives analysls and presentation of conceptual designs and
associated astimated design, permitting and construction costs
to bring the dam structure into compliance with Chapter 253
Section 44-48 and 302 CMR 10.00 Dam Safely Regulations by
either exacuting selectad repair plan or breach

Plan s,

VILT.

Final Repmt Presentad to the Oi’ﬂca of Dam
Safetypll LESTRNERAR ZARRRSRS A RNERR RIS FARNRRRIRNNY) Illllltl AERINENMANIIEERFENPRIRL
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Commonwealth of Massachusetts
Department of Conservation and Recrention
" Office of Dam Safety Poor Condition Dam Follow-up Inspection Form

{Comyplete this inspsotlon form and provide a cover letor ohveonsulting firm lstterhend that brisfly
simiarizes the cutrent follow-up inspection and findings, The cover letter shall be slgned and stamped by
the Registerod Profossional Bnglncor In charge of the inspection) -

Dam Name:
Dam Owner:
Nat, 1D Number:
Hazard Potential:
Location of Dam (town)
" Coordiuate Jocation (laf, long):
Date of Inspection:
Wenther:

- Consultant Ingpector(s): firm namoe sand name of Reglstered Professlonal Englneer
: fu charge of inspection,

Others in Attendance at Field Inspection: lnclade list of names, nfilliation and

phene numbers,
Attachments: - Updnted slto sketeh with pholo locations, Updated plistos, and
. copy of locts ninp from Phase 1 report and ofher npp!icable
aitat}lme}lts.
1. Previous Inspection date/Overall Condition:

s Dale of most recent formal Phase I Inspection Report;
s List the overall condition reported in most recent Phasel Inspection
Report:

1L Previous Inspection Deficiencies: :
o [List identified deficiencles in the most recent Phasa I Inspect:on Report:

I Overall Condition of Dam st the Timo of the Current Follow-up
Ingpection:
-a, State the eurrent condition
b. Have conditions changed since the pr evious mspectmn? Yes ol 1o,

IV,  Comparison of Cuxrent Conditions to Condition Listed in Previous Phase
I Inspection Report:
a. Have any of the deficioncios listed in the previous Phase I Inspectmn
Report worsened?
b, ¥fyes, list ihe changes.
¢, Are therc any additional deficlencies that have been identified in (he
cuwrrent inspection?
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‘& Ifyes, list the deficlencies and describe.
V. Dam Safety Orders:
» List dam sufety orders that have been issued to the dam owner
pertaining to this dam,
VL Maintenance: _
1. Indicatc 1f there exists an operation and maintenance plan for the dam.
2, Indicate if it appears the dam s belng maintained.
VI, Recommendations:
VHL  Other Comments or Observations:
IX.  Updated Site Sketch with Photo Lecations:
X.  Updated Photos: -
XL, Copy of Loenus Map from Phase I Report:

XII.  Other applicable attachment:
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Telephone «w—

. 6 .
City of Newton, Massac usetts e
elelax

Office of the 41ayor (617) 796-1113

TDD
(617) 796-1089

RUTHANNE FULLER Fomail
MAYOR

August 31, 2020

Honorable City Council
Newton City 1l

1000 Commonwealth Avenue
Newton Centre, MA 02459

Councilors:

[ respectfully submit a docket item to your Honorable Council requesting authorization to appropriate and
expend the sum of $900,000 from Acct # 6000-3240 Water Fund Surplus — Available for Appropriation for
the purpose of fund g the rehabilitation of the Waban Hi Covered Reservoir (whit  should not be
confused with the Waban [1ill Reservoir park).

A st of items included in the project scope, existing photographs, and project plan drawings are attached.

Thank you for your consideration of this matter.

Sincerely,

Ruthanne Fuller
Mayor
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13. Inspect, tighten, or replace all light fixture brackets/supports.
Provide new LED light fixtures at all existing lighting locations. ‘
15. Remove and replace entrv door frame and door. New hardware including hinges,

k' bs, and deadbolts. A locks sha be keyed to City’s existing locks.
Incorporate existing door alarm.

Please docket this request with thc onorable City Council for :ir consideration.
Sincerely,
James McGonagle

Commissioner Public Wo s

Attachment: Existing Photogra; s-WHCR
(90% WHCR Plans)

Telephone: 617-796-1009 ¢ I'ax: 617-796-1050 Jmcgonagle@newtonma.gov 203
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; ‘ Telephone
City of Newton, Massachusetts (617)T719";'11°°
. elelax

Office of the Mayor (617) 796-1113

TDD

(617) 796-1089

RUTHANNE FULLER . ‘ E-mail
MAYOR . ' i " rfuller@newtonma.gov

August 31, 2020

Honorable City Council
Newton City Hall

1000 Commonwealth Avenue
Newton Centre, MA 02459

Councilors:

I respectfully submit a docket item to your Honorable Council requesting authorization to accept,
appropriate and expend the sum of $20,863.50 from the Executive Office of Public Safety and Security’s
Office of Grants and Research FY2020 Coronavirus Emergency Supplemental Funding Program (CESFP).

The CESFP is intended to address a municipality’s greatest needs with respect to preventing, preparing for, and
responding to the Coronavirus. See the attached information on the uses of these funds.

Thank you for your consideration of this matter.

Sincerely,

T ol

Ruthanne Fuller

= o Mayor
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= e
[ ¥ I

217




., | ' 362-20

OFFICE OF THE GOVERNOR . |
COMMONWEALTH OF MIASSACHUSETTS
StaTte House » Boston, MA 02133
(617)725-4000

CHARLES D. BAKER 4 ) KARYN E. POLITO

GOVERNOR LIEUTENANT GOVERNOR
August 25, 2020

Gino Lucchetti, Chief
Newton Fire Department
1164 Centre Street
Newton, MA 02459

Dear Chief Lucchetti:

We are pleased to inform you that the Executive Office of Public Safety and Security’s Office of Grants and
Research (OGR) has awarded the Newton Fire Department $20,863.50 from the FFY2020 Coronavirus
Emergency Supplemental Funding Program (CESFP). The CESFP is intended to address a municipality’s
greatest needs with respect to preventing, preparing for, and responding to the Coronavirus.

All documents necessary to maké this award official will be forthcoming from the OGR. Throughout the project
period, the OGR will be your point of contact and provide all administrative oversight and technical assistance
as needed. :

In the meantime, if any questions should arise, please contact Elizabeth F lynn,‘ OGR Project Coordinator at:
Elizabeth.m.flynn@mass.gov or via email at: 617-933-3547. : |

Congratulations on your award!

Sincerely,
Governor Charles D. Baker Lt. Governor Karyn E. Polito
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Commonwealth of Massachusetts
Executive Office of Public Safety and Security
Office of Grants & Research
Coronavirus Emergency Supplemental Funding (CESF) Program
Attachment A
Application Template for CESF

Section I. Applicant Information

Name of Municipality: Newton

Department Type: Fire Department

Name of Department Head: Gino LUF:Chetti

Funding Requested:

Phone: Email Address:

Department Mailing Address:

Street: 1164 Centre st City: Newton Zip Code: 02459
County: Middlesex v vPhone: (6 1 7) 796-2210 Fax:

Grant Contact Name: Phil McCully Title: Captain

(Note The person designated within the department shall serve as the project’s point person and be responSIbIe
for receiving and responding to OGR's project related requests)

Grant Contact Mailing Address:
Same as Above

~ Street: City: i Zip Code:

County: Phone: Fax:

B-mail: pmccully@newtonma.gov

Fiécal Point of Contact for Grant: Name: Susan Dzikowski Title: Comptroller
Fiscal Contact Mailing Addres‘s:

Same as Above '

Street: 1000 Commonwealth ave City: Newton ' Zip Code: 02459

County: Middlesex Phone: (617)796-1300  p.. 617-796-1196
E-mail:

DUNS Number 604430397 Currently registered in SAM Yes DNO |

1
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Project Summary: Four sentences (250 characters maximumy), summarizing the departments proposal.

This grant is to allow the purchasing of P100 respirators and filters, eye protection, and tyvek suits for response
to all possible covid19/pandemic calls. The funding we will be seeking pre-award expenses for ppe and future
ppe purchases.

Non- Supplant

I'hereby certify that, in accordance with DOJ Financial Guidelines, the : Newton Flre Dep d ent

(NAME OF APPLICANT) :
hasbeen informed by the Office of Grants and Research (OGR) that supplanting of CESF funds is strictly
prohibited and if awarded will not use grant funds to replace state, local and/ or other federal funds that would,
in the absence of such assistance, otherwise be made available for this purpose.

' Statewidelnteroperability InteroperableCommunicationsInvestmentProposal (ICIP)

CESF proposals that request funds for interoperable communicationscomponents such as the purchase of

radios are subject to an additional review and approval process per Executive Order493 (SIEC) or a .

representative thereof. Departments requesting to purchase this type of equipment mustalso complete an

additional Interoperable Communications Investment Proposal (ICIP) form to submit with this application.
. The ICIP form is located under AttachmentD.

Areyou requesting funds for interoperable communications and believe your apphcatlon requires SIEC review
and approval? lﬂ Yes No

If Yes, did you complete the ICIP required form (Attachment D)? l:l Yes No

4’44
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THIS SIGNATURE PAGE MUST BE SIGNED AND MAILED WITH YOUR HARD COPY APPLICATION

Signature Page

The following must be completed and signed by the Municipal Authorizing Official that resides over the Department
submitting this application. Remember to also complete Attachment C (Signatory Authorized Listing Form).

Municipal Authorizing Official

As the Chief Executive Officer of this City or Town, I am authorizing the Fire Department

to solicit funds for a Coronavirus Emergency Supplemental Funding (CESF) grant from the
Office of Grants and Research. I have reviewed and approve the content contained in this
application being submitted for consideration of a grant award.

Newton

Name of City/Town

Aufhorizing Official Name-Printed Maureen Lemieux Date 07/09/20

¢ Digitally signed by Maureen Lemieux

Signature Maureen Lemleux ‘ “Date: 2020.07.09 13:41:27 -04'00'

(This must be signed in blue ink and mailed with your application)
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Section II. Application Template, Narrative Section

1. Needs Assessment (2 page limit)

Use the space provided to describe the applicant community, including population size, number of
confirmed Coronavirus cases to date, and the make-up of the police and/or fire department associated with
this application. Describe in detail the current unmet needs as they relate to the prevention, preparation
for and response to Coronavirus. Describe the sources and methods used for assessing the problem.
Describe the negative effect, potential consequences or impact against the department and/or community
as a result of not having the items requested.

The City of Newton is the eleventh largest city in the Commonwealth of Massachusetts with a population of
87,971 residents. The city is a suburb of Boston and covers an area of 18.2 square miles. The make-up of the city
is primarily residential; 50.7%, with 4.7% being commercial; 0.8% industrial; 14.2% open space; 4.9%
institutional; and the remaining 24% being vacant land, roadways, etc. Newton is made up of 13 villages, each
with their own distinct downtown commercial areas. The city is bound on three sides by the Charles River,
contains numerous lakes and ponds, and has thirty-four parks/conservation areas. There are five colleges in the
city, most notably Boston College (BC), Mount Ida College, and Lasell College, which swell the population to
well over 100,000. During Football season, BC's Alumni Stadium brings another 44,500 people into the city.
Every April, several miles of the famous Boston Marathon run through Newton, most notably Heartbreak Hill.
The marathon creates its own unique hazard as it splits the city in half and brings tens of thousands of spectators
into the city as well as the over 30,000 runners. Shortly after the Marathon, the Walk for Hunger (A 20 mile route
through Newton, Watertown, Boston, Cambridge) brings 40,000 walkers in May to Newton. Newton is home to
one of the area's largest hospitals, Newton-Wellesley Hospital which is also one of the city's largest employers.
Newton is also home to thirteen nursing homes, several high-rise residential units, two shopping malls, and three
hotels (two of which are high-rises). Within the city are three major highways; Interstate 90 (Massachusetts
Turnpike), Interstate 95/128, and Route 9, which bring an estimated 326,293 vehicles through the city daily. Each
of these highways is an evacuation route for the City of Boston. For public transportation, Newton has three
branches of the Massachusetts Bay Transportation Authority (MBTA) service: commuter heavy rail service on .
the Boston and Albany Railroad, which also sees freight liners transporting a wide variety of commercial goods
(hazardous and non-hazardous) throughout each day; light-rail service on the MBTA D-line trolley, which begins
at the MBTA Riverside complex in the Auburndale section of the city; and multiple bus routes throughout the
city. '

At the time of application (7/9/2020) there are over 110,602 cases in Massachusetts, with the hardest hit county
being Middlesex County, in which Newton is a part of. With the 11 nursing homes, and over 10 group homes,
there is a significant vulnerable population that requires Fire/EMS responses, especially during times of
pandemic. During the COVID19 pandemic, we saw several nursing facilities with double digit fatalities, that
often triggered Fire/EMS responses. Our local hospital and many of the Boston area hospitals have created two
"step-down" facilities for patients which also increased our call volume and responses. Our current capabilities
are limited due to worldwide demand of the disposable N95 masks. We had to limit the amount of members
going into facilities doing calls, due to PPE shortages. Typically on a cardiac arrest call, we would send in 4
members. During Covid response and shortages of PPE we are sending in 2 members. By having a reusable
resource we could operate more safely and efficiently; without the anxiety of when we will receive another
shipment of PPE. The reusable half respirator ensures that members will have individual protection, not unlike
having ones own set of fire bunker gear or a police officer having their own bullet-proof vest. This will allow
more of our members to help the victims and patients, improving patient care and possibly patient outcome. Due
to the influx of counterfeit KN95 supplies, our department wasn't properly prepared to respond to calls, as we had
to limit our PPE usage to ensure a supply of PPE that will actually protect our members. The goggles will be an
improvement over our current eye protection that we are using, 3D printed face-shields donated by a local
university. The individual eye protection will allow members to clean and decontaminate their own PPE rather

4
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[ than share it across the shifts. Some of the materials for this grant have already been placed on ordér, but haven't
been fulfilled yet. This grant also will be used for purchasing PPE that will need to be utilized and better prepare
the department for the next wave of COVID-19 or widespread pandemic/flu.
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SectionII. Application Template Continued, Narrative Section

2. Project Description (2 page limit)

Clearly describe each of the items to be requested and how this request will assist the police or fire department
in preventing, preparing for and responding to Coronavirus. Discuss how such purchase(s) directly correlate
to the needs assessment provided. Cite any local procurement rules/regulations required in order to purchase
the items described. If known, include information as to the vendor that will be utilized for state project and/or
describe the process utilized to select vendor/contractor. Describe the expected outcome for the police or fire
department and/or community as a result of receiving a grant award. Include any other information that may
be relevant for reviewers when evaluating request for funding.

Every member should have the proper protection for their shift, no matter what hazards they could encounter. By
purchasing the correct PPE, members are able to effectively and efficiently preform their jobs, ensuring not only
their own safety but the safety of the citizens that they protect. The assets here will allow the fire department to
share its other resources with other first responding agencies and services in the area. By increasing the man power
capability, which is limited due to the PPE shortage, the cost benefit will allow an increase in personnel allowed to
operate in "hot" zones of an incident. The cost benefit of these items will greatly help the citizens of Newton.
Current practice is to reuse a disposable mask several times during a shift, increasing the chances of cross
contamination or failure by tenfold at every additional incident. If one member becomes infected, the costs of
mitigating that increases for every member. This grant will allow us to take steps to extenuate those hazards. The
initial investment on the half face respirator will be the most expensive hurtle, however the purchase of
replacement filters will ensure a long service life of the half face respirators. With the data illustrating that one set
of filters could last at least 6 months, in cases of pandemic, so these filters should last throughout a long duration
pandemic scenario. The coveralls will ensure 360 degree protection for our members, which is yet another cost
effective investment toward protecting our members. The purchase of the eye protection PPE is something that the
department could utilize in several different scenarios. The long term benefit of the reusable PPE will no doubt
play a role during the next major pandemic.

The award of funding will be seeking reimbursement of Pre-award expenses for PPE that are currently on order.
The respirators can be used multiple times, allowing N95 mask resources to be reallocated to other areas. Current
inventory of N95 and KN95 masks is currently depleting, so this type of respirator will help better protect our
members. By having these type of respirators, it frees up the demand for N95 for other healthcare professionals.
We currently average 70 n95s per week, by having a reusable resource we could essentially free up 280 n95 masks
to other first responding and essential agencies. We have determined that this would be the best practice for our
department. The purchase of the replacement respirator filters will ensure the long term future capability of the
equipment. The eye protection is an immediate PPE need, we currently do not have enough eye protection for all
the members. We currently have a burn rate of 2-3 face shields a week, due to either equipment failure or them
wearing out. By having individual goggles, that can be properly decontaminated and cleaned; they also will last
longer than 3d printed shields ensuring long term benefit to any pandemic. The disposable protective coveralls will
allow our members 360 degree protection. We currently use 77 coveralls month, by having a supply of coveralls,
we can ensure our future mission readiness for the next wave of pandemic or hazardous materials event.
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SectionlIl. Application Template Continued, Narrative Section
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: Telephone
. (617) 796-1100
City of Newton, Massachusetts | Telofax
Office of the Mayor (617)117;1)6_1113
{617) 796-1089
RUTHANNE FULLER E-mail
MAYOR rfuller@newtonma.gov
August 3, 2020
o B
i o= iz
Honorable City Council T2 w {1) FZYI
Newton City Hall P ~ =m
1000 Commonwealth Avenue g > = QOO
Newton Centre, MA 02459 = i‘?_‘,
o= o) -~
) OO o
Councilors:

I respectfully submit a docket item to your Honorable Council requesting authorization to transfer the sum of
$127,600 from Acct # 0110498-579000 Budget Reserve to Acct # 5503R602-487000 BAA Marathon Donation.

As a result of the Coronavirus Pandemic, the Boston Athletic Association originally postponed the April 2020
running of the Boston Marathon to September 14, 2020. Unfortunately, as time progressed, it became clear that
large gatherings are too risky and therefore, the BAA has been forced to cancel the Marathon this year.

As you may know, each year the BAA contributes funding to the City to reimburse us for expenses incurred by
our departments during the marathon. In March 2020, we received and deposited their check for $127,600, in

anticipation of the April 2020 Marathon. Jack Fleming, COO of the BAA, reached out to the City of Newton, as
well as other Marathon communities, to request that the City refund their payment. I agree with this request.

Because we have now entered a new fiscal year and included this payment in the FY2021 Budget Board Order,

issuance of the refund to the BAA requires City Council action. The $127,600 was not allocated to a specific
expenditure but rather was deposited into the General Fund.

Thank you for your consideration of this matter.

Sincerely,

Ruthanne Fuller:
Mayor
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